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Executive Summary
Introduction
Project Background
Egypt is witnessing a rapid expansion in urbanization and population, paralleled with a surge in
demand for electricity. The rate of electricity coverage in 2009 was approximately 99.6 percent;
according to International Energy Agency (IEA). This rate is among the highest rates in Africa with
100 percent connection rates at urban areas and 99.3 percent at rural areas. However, with the
growing population, it is expected that the demand for energy will rise. It is calculated that the
demand for energy has risen by 30% from 2007/2008 to 2011/2012; from 19,738 MW to 25,705
MW. In addition, the number of the customers has increased from 23.8 million to 28.1 million
(during the fiscal year 2007/2008 to 2011/2012). The total transformers capacity reached
99.6thousands MVA in middele of 2014 compared to 95.9 thousand MVA during 2013 with a
percentage rate 3.9%. and the EETC has a planed to continue improving its service.
In order to meet the forecasted demand and secure the electricity stability in addition to the
commitment to supply electricity to slum areas and informal buildings (based on the approval of the
Cabinet (2005) and the Council of Governors approval (2005)), the Egyptian Electricity
Transmission Company (EETC) together with the distribution companies need to provide
additional substations and their interconnections. EETC is seeking financial assistance from NSG
bank for built new substation construction ( Wadi El Natroun substation) and operated it as part of
transmission network. EETC is undertaking efforts to expand its services in response to growing
demand for electricity, hence, to meet the plan of EEHC.
EcoConServ has been asked to prepare the ESIA study; according to the ToR which was signed between
EETC and EcoConServ, to investigate the potential of the substation at Wadi El Natroun. to identify
and assess the environmental and social conditions in the project‟s area. In addition, the management
and monitoring plan, including the mitigation measures during construction and operation and
maintenance phases are described in the ESIA report for all project components involved.
The ESIA Methodology
The ESIA is based on typical screening and scoping of substation construction and operation; to
identify generally the negative and positive impacts of the project on the environment and the
socioeconomic characteristics of the impacted groups in addition to developing necessary
mitigations for the negative impacts. The identifications and assessments were conducted for each of
the project components during construction and operation phases. The mitigation measures were
developed and presented in Environmental and Social Management Plan matrix. In addition, the
monitoring plan was developed to monitor implementation of the ESMP as well as identifying the
necessary capacity building activities for the implementation team. EIA study form (B) for the
substation will be submitted for EEAA with details about substation included baseline identification
and assessment for each substation. Similarly, the monitoring plan is presented in the form of a
matrix.
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The ESIA methodology included reviewing the secondary data sources from previous reports and
studies about the environmental and socio-economic characteristics of the project areas. The
literature review (included both information provided by the client as well as web based resources),
contributed to elaborating the ESIA study’s objectives mentioned above by assessing:
Project background and description.
The legal, institutional and organizational framework and background of the electricity
sector and the historical background
Environmental and social standards and guidelines for related environmental and social
issues
Environmental and social impact assessments
Environmental management plan included environmental and social mitigation measures
and environmental monitoring plan.

-

According to ToR with EETC , EcoConServ conduct site visits were undertaken to collect primary
data from the site. The visits also used as a tool to identify stakeholders’ perceptions regarding some
issues (especially social issues), such as:
The current environmental and socioeconomic characteristics on the site and
at the surrounding area
- Ideas for maximizing the positive benefits especially on people’s livelihoods
and the economic development of the project,
Legislative and Regulatory Frameworks
-

Laws and Regulations in Egypt
- Environmental Law 4/1994
- Law 38/1967 on Public Cleanliness
- law 93/63 on Discharge of Liquid Waste
- Law 63/1974 on Electricity Installation
- Law 67/2006 Electricity Law for protecting the consumers
International Guidelines
-

IFC , EHS guidelines for electric power transmission and distrivution,2007
IFC, EHS general EGS guideline 2007
IFC, EHS guidelines for construction and decomissioning, 2007

Project Description
Project Objectives
Those objectives are in accordance to the EEHC and its affiliated companies’ mission toward the
society: to provides continuous and safe supply of electricity to all type of consumers. In addition, as
the EEHC and its affiliated companies’ long term goals, all the implementation of their project is in
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accordance with international performance standards and taking into consideration all the
environmental, social and economic determinants.
New constructed substations will improve power capacity at the area with minimum losses of
transferred power.

Project location
Wadi El Natroun substation, located About 2.5 Km west of Cairo-Alexandria desert road at :
Latitude: 30o 13΄11.62" N
Longitude: 30o 42΄5.72" E
Project components
9 cells double breaker (6x500 kV + 2 x500MVA transformers) the 3 transformers have 3x167 MVA
and two auxiliaries transformers with capacity 500KVA.
Interconnection of the expansions of Wadi El Natroun substation with existing SS and network,
connected with 500 kV network:
 El Nubaria
 Abo El Mattamer (1)
 Abo El Mattamer (2)
 October (1)
 October (2)
 Cairo 500
13 cells (6x220kV + 3 x500MVA transformers+3x125 MVA transformers + busbar connection)

Project Alternatives
No Project Alternative
The main objective of the project is to connect (Wadi El Natroun SS,) Environmental and social impacts
from the project are assessed and no significant impacts are anticipated.
All of the projects alternatives have been studied. The “No Action” alternative will result in the demand for
electricity exceeding supply, with an increasing deficit as demand increases in future years. A lack of a secure
and reliable electricity supply system has significant social and economic implications. The "No Action"
option is not a viable or acceptable alternative to the proposed project. If the SS will not built, the
consequences would be as follows:


Energy capacity will not increase
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Secure the demand of the new establishment as well as to cope with the demand increased from the
residential / housings will not be achieved
The power supply to the consumers will not be improved
The consumers’ financial losses from low quality power supply will decline
As a result, an increase in the economic activities in the region in not expected

Location

The selection of the SS location should be undertaken according to criteria that fulfills technical, environment
as well as socioeconomic objectives in order to achieve the most feasible application.
Accordingly, SS sites is already plotted in the EETC plan to be built to serve the increase of the electricity
demand from the surrounding new establishment and demand on new connections to residential, industrial,
rural area around the substation. The selection of the proposed SSs locations have been considered length
optimization thus reducing the cost as much as possible whilst at the same time aligned to the existing road
network as much as possible for easy access during construction and maintenance and to reduce to a
minimum the number as possible the number of sensitive receptors.

Baseline
Wadi El-Natroun is a narrow depression located in the west of the Nile Delta, approximately 1 1 0
km northwest of Cairo between longitudes 30° 80' 20" and 30° 82' 90"E and latitudes 30° 81 ' 60"
and 30° 83' 20"N. The total area of Wadi El-Natroun is approximately 281 .7 km2, extending in a
NW–SE direction.
Climate
Wadi El-Natroun area is arid: low and very variable rainfall, a long dry summer, a high rate of
evaporation, low humidity etc. The annual rainfall is about 41.1 mm with November and December
having the greatest amount. The mean annual temperature varies from 22.8 °C in January to 28.8 °C
in August(Egyptian Meteorological Authority, 2006.
Geology
In general, the area is covered by Quaternary lake deposits and old alluvial deposits of sand and
gravel laid when the sea encroach the area and the Nile flowed through it. The lake deposits and
alluvium are underlain by limestone of Miocene, Oligocene and Pliocene ages.
Seismic condition
The proposed project allocated in area characterized by almost featureless plain with
the exception of small folded and faulted Abu Roach complex which offers a few
prominent topographical features.
Soil
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The inland saltmarshes of the Western Desert of Egypt are found in the form of Sabkhas around the
lakes, springs and wells of the oases and depression e.g. Qattara, Wadi El-Natroun…etc. Soil texture
at wadi el Natroun is mostly sandy to sandy clay loam.
Hydrology
A series of isolated saline lakes occupy the axis of the depression. The water level in the lakes
fluctuates seasonally along the year rising up in winter and falling down in summer but never get dry,
and ranges from 1 6 m in Zagig Lake to 23 m in Al-Gaar and Fasida Lakes.
Ecology
Wadi el Natroun consider as important area for bird according to EEAA published report about the
important birds area in Egypt. The last observation of the species in Wadi El Natroun was in 1986
and it is unlikely that it will breed again unless disturbance and hunting pressure are curbed.
Socio-economic
The area of Wadi El Natroun has a population of approximately 72,000 living in approximately
18,000 households concentrated in approximately 7 small villages (King 2011). Agriculture and
related sectors are the most important economic sectors in Wadi El Natroun, supporting over 60 %
of the jobs and providing important sources food for domestic consumption locally, nationally and
increasingly for export (King and Salem 2013). Much of the remaining employment is in support of
industry associated with the harvesting of salt from Wadi El Natroun’s saline lake, mining and
construction (King and Salem 2013).
However we have to mention that the proposed SS site located in an isolated area from wadi El
natroun city or any other residential community in the area. The propose SS allocated about 2.5 Km
from the main desert road and about 30 Km from the local community near rest house, and about
13 Km from rural resort. So the area consider new developed rural area with low community
intensity, all the people existing are worker or construction worker in the different developed
projects around the SS.
Potential Impacts
The description and evaluation of the potential impacts and the level of their significance are
comprehensively presented in the report in Section 6. The suggested mitigation measures for each impact
during the construction phase & the operation phase, described in section 7, are believed to be adequate and
sufficient to eliminate or mitigate any significant negative impacts generated from the project activity. For
more details and for the full impact table please refer to chapter 6 from the ESIA report.
Considering this study is a preliminary ESIA for the substation SSs, and the study still in the scoping phase of
the proposed projects, the environmental impact assessment presented in these chapter will be general
potential impact of the construction and operation of substation, detailed environmental and social impact
will be presented on each ESIA study separated for each substation according to its surrounding area and
environment.
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Mitigation measures
This section of the report is dedicated to the detailed description of suggested mitigation measures
and procedural actions for expected adverse impacts resulting from the proposed SS. These
measures/procedures are meant to be considered and adopted as appropriate by EETC and its
subcontractor during construction and operation of the SS. A summary table for impact and
mitigation measures during construction and operation phase present.
Table 1 Summary for impact and mitigation during construction phase.
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Impact

Likelihood and severity

Significance

Mitigation Measures
Application of the normal precautions normally taken by
construction workers.
Notification to the surrounding establishment prior to the
construction of the SSs
Time management and construction schedule according to the IFC
regulation provided by the contractor prior to the construction
phase
Time management for transporting the materials, equipment,
debris, etc
Clear sign surrounding construction site and the enter / exit gate
Coordination with traffic department (ministry of interior) for
vehicles route and movement.
Spraying the sandy soil with water (if needed, especially during the
dry period).
Maneuver area and the parking area should be well paved
Management of the number of vehicles at the same time for
specific location and the scheduling the intensity of vehicles

During construction of Substation
Impact on Noise

High likelihood to occur – short
term and temporary - Highly
sensitive receptors includes
construction workers.

Medium Impact on
construction workers
Minor impact on
settlement and nearby
establishment

Impact on traffic

High likelihood to occur – short
term, temporary and localized only
on the main road mainly

Low to medium
impact

Impact on Air
Quality

High likelihood to occur – short
term, temporary and localized Highly sensitive receptors include
construction workers. Receptors
with low sensitivity include nearby
projects/settlements.

Impact on
Vibration
Impact on
Hazardous
materials and
waste generation

Low likelihood to occur

Medium impact on
construction workers
Low impact on the
residents, surrounding
establishment and
pedestrians passing by
the construction site
Minor impact

Uncertain likelihood – Uncertain
impact duration - Highly sensitive
receptors include soil pollution and
workers.
Receptors with low sensitivity
include nearby
projects/settlements.
Physical environment receptors
with low sensitivity include
groundwater, surface water and
drinking water

Low to Medium
impact

Schedule and time plan for vehicles movements
Agreement should be reached prior to commencing construction
work between the contractor and landfill for officially assigning a
location for the disposal of construction waste.
Waste management submitted by the contractor for waste
management (solid waste; hazardous and non-hazardous)
Protection of spillage including paved site for workshop or
maintenance of vehicles
Temporary storage of wastes including on site sanitation before the
proper connection to the existing sewage network is installed. It is
preferable to include the temporary onsite waste management for
the workers in the ToR of the contractor.
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Impact
Health and Safety

Likelihood and severity
High likelihood to occur for the
construction workers
Low likelihood to occur for the
surrounding establishment and
sensitive receptors.
Highly sensitive receptors include
workers. Receptors with low
sensitivity include nearby residents
and existing establishments
Low likelihood to occur

Significance
Low impact for
sensitive receptors and
medium to high
impact for the
workers

Mitigation Measures
Standard protection by placing clear project signs.
Time management for vehicles movement; especially avoiding the
peak hours
Standard protection for the workers especially working at elevated
heights

Negligible impact

Impact on visual
Resources
And landscaping

Low likelihood to occur , new
developed area

Low impact, localized
and temporary
And negligible for
landscaping

Impact on water
resource (ground
water, soil)
Impact of lighting

Low likelihood to occur

low impact on
groundwater,

Low likelihood to occur for
scattered residence and fauna
(birds)
Low likelihood to occur

Low to negligible
impacts

No mitigation measures is prepared
Technical specifications of the equipment is include the
standard measures for natural disaster risks
Following the standard protection for the ground and soil
disturbance, air quality (and dust) measures and proper
waste management described on the section of waste
management measures
Clear sign of the construction activities
Following standard protection for the ground and soil and
proper waste management described on the section of
waste management measures
Ground level lighting
Energy efficiency

Very low or no
impacts

No mitigation measures is prepared

Low likelihood to occur

Very low or no
impacts

No mitigation measures is prepared

Impact on natural
disaster risks

Impact on land
use and
Involuntary
resettlement
Impact on
archeological and
cultural sites
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Impact
Creation of Job
opportunities and
flourishing
Economics of
construction site
Culture and
Privacy of Local
Communities

Likelihood and severity
Creating job opportunities for
members of the local community

Significance
High positive
temporary impact

Mitigation Measures
Coordination with the contractor to employ members of the local
community as construction workers and guards

Construction workers must respect
the culture and privacy of members
of the surrounding residential area

Minor and temporary

Respect from construction workers to the privacy of the
surrounding houses
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Environmental and Social Management Plan (ESMP) and Monitoring Plan
The Environmental and Social Management Plan (ESMP) consists of a set of mitigation, management and
monitoring measures to be taken during implementation of the project to avoid, reduce, mitigate, or
compensate or offset any adverse social and environmental impacts analyzed at the previous chapter. The
ESMP has distinguished between mitigation measures that should be implemented during the construction
and operation of the project.
ESMP defines procedures to ensure that the management of environmental and social issues during the
different project phases are undertaken in accordance with national legislation and best practice procedures.
The Environmental and Social Management Plan (ESMP) presented in this chapter reflects the
implementation procedures and mechanisms for the mitigation measures and monitoring activities of the
expected impacts previously discussed in Chapter 6. The ESMP assigns certain tasks for different
stakeholders according to their roles and responsibilities in the project.
The successful implementation of the ESMP will depend on a range of different elements. To ensure a
management plan that incorporates and successfully integrates with interface documents, the following
elements must be considered and acted upon:
 The environmental and Social Management unit should be adequately staffed to ensure the proper
implementation and monitoring of the ESMP. The organizational structure of the environmental and
social at PMU should also reflect the range of complete competencies to perform the tasks.
 The development and management of registers for the proper documentation and tracking of
environmental and social training, environmental and social incidents and environmental and social
related complaints.
Roles and responsibilities for implementing the ESMP during the construction phase have been proposed
based on the following set-up:
- EETC will contract an authorized and specialized consultant to prepare detailed designs and tender
documents, for
construction of substation and its interconnection, which will include the
environmental measures that should be undertaken by the construction contractor
- During tenders evaluation EETC will assure that the winning offer includes the required environmental
mitigation measures to be implemented during construction. This will include the management of
traffic and management of wastes (solid and liquid; hazardous and non-hazardous wastes)
- EETC will assign supervision staff who will undertake supervision over the contractor to make sure
that the mitigation measures specified in the design/tender document are implemented on field
- The site supervisor consultant from EETC will produce the monthly report about the performance of
the contractor in implementing the ESMP measures
During the operation phase, the substation shall have permanently at least one staff member for health,
environmental and safety during operation and maintenance of the substation. HSE staff of the substation
and interconnection appointed by EETC (under environmental safety and health department) will be
responsible for monitoring the ESMP. He will be responsible for implementing the mitigation measures
through periodic reports presented to EETC including auditing and inspections that will be undertaken on
random basis.
Environmental Safeguard Training
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The Project Company (EETC) will ensure that the substation is manned 24 hours 7 days per week. Typically,
a substation of this type employs around 25 staff with around 10 engineers with 3 shifts per day. All staff
employed will be trained in the following:
 Specific job roles and procedures;
 Occupational health and safety; and
 Contingency plans and emergency procedures.
Training will include:
 Induction training on appointment;
 Specialist training (as required for their prescribed job role); and
 Refresher training as required.
The training program will be designed to ensure that appropriate skilled staffs are used to operate and
maintain the substation at all times. Aspects of occupational health and safety and emergency procedures are
to be emphasized.
In addition to this environmental training will be given to all staff employed at the project and special
environmental training will be given to the staff during the operation phase to implement the ESMP. They
will receive training in the following:
 Day-to-day monitoring activities;
 Collection and analysis of data;
 Use of monitoring equipment, operation and maintenance;
 Industrial hygiene;
 Occupational health and safety; and
 Emergency and contingency procedures.
During the consultation with one of the operator in the existing substation, it is already established the safety
standard and regular training held for the staff member. The regular refreshment training held besides the
operation and maintenance training are:
 Administration skills
 Civil protection
 Firefighting and fire accident
 Smoke detection
 Fire equipment maintenance
In addition, in every substation, EETC provides the emergency plan map including the responsibility of each
staff during emergency and their contacts.
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1. Introduction
1.1. Project Background
Egypt is witnessing a rapid expansion in urbanization and population, paralleled with a surge in
demand for electricity. The rate of electricity coverage in 2009 was approximately 99.6 percent;
according to International Energy Agency (IEA)1. This rate is among the highest rates in Africa with
100 percent connection rates at urban areas and 99.3 percent at rural areas. However, with the
growing population, it is expected that the demand for energy will rise. It is calculated that the
demand for energy has risen by 30% from 2007/2008 to 2011/2012; from 19,738 MW to 25,705
MW. In addition, the number of the customers has increased from 23.8 million to 28.1 million
(during the fiscal year 2007/2008 to 2011/2012)2.
In order to meet the forecasted demand and secure the electricity stability in addition to the
commitment to supply electricity to slum areas and informal buildings (based on the approval of the
Cabinet (2005) and the Council of Governors approval (2005)), the Egyptian Electricity
Transmission Company (EETC) together with the distribution companies need to provide
additional substations and their interconnections.
The EETC is one of sixteen affiliated Companies under the Egyptian Electricity Holding Company
(EEHC). The main role of the EEHC is the management, operation and maintenance of electric
power transmission grids on extra high voltage and high voltage all over the country, for the optimal
economic usage of those grids. EEHC’s goal is to meet the growth in electricity demand while
optimizing the use of all resources and maximizing the profit.
The NSA Bank has agreed to fund the construction and expansion of several substations and for
electricity connection in Egypt in cooperation with the EETC,one of them is Wadi El Natroun
substation which is undertaking efforts to expand its services in response to growing demand for
electricity, hence, to meet the plan of EEHC.
EcoConServ has been asked to prepare the preliminary EIA study; according to the ToR which was
signed between EETC and EcoConServ, to investigate the potential of several substations and
interconnection to identify and assess the environmental and social conditions in the project’s area.
In addition, the management and monitoring plan, including the mitigation measures during
construction and operation and maintenance phases are described in the EIA report for all project
components involved.
1.2. Project Rationale of Substations
The overall objective of the proposed project is to meet the increasing demand for electricity and to
improve access to electricity at the area of each substation. As well as provide electricity services for
1

http://www.eia.gov/cabs/Egypt/pdf.pdf
Egyptian Electricity Holding Company (EEHC) Annual Report 2011/2012

2
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unconnected housings and small businesses / public or private services in the area. The new SS will
provide electricity to the surrounding area in addition to some other surrounding areas. The
proposed project will connect the new SS to existing surrounding SSs using interconnection lines
(double breaker).
The construction of new SSs will provide stable electricity service at the surrounding area new rural
developed area, as well as increase the electric capacity provided to the area and secure reliable
power supply with minimum losses of transferred power. Please refer to Chapter 3 for detailed
description of the project.
Conducting an EIA study is a requirement of the Egyptian Environmental Law and international
guidelines for approving and funding developmental projects. EETC has prepared Terms of
Reference (ToR) for the preparation of an environmental and social assessment for Wadi el Natroun
Substation (SS). Accordingly, EcoConServ has prepared this Environmental and Social Impact
Assessment (ESIA) and a preliminary EIA for sis substations together to be presented for the bank..
1.3. Project objectives
Interconnection of the expansions of Wadi El Natroun substation with existing SS and network,
connected with 500 kV network:
 El Nubaria
 Abo El Mattamer (1)
 Abo El Mattamer (2)
 October (1)
 October (2)
 Cairo 500
13 cells (6x220kV + 3 x500MVA transformers+3x125 MVA transformers + busbar connection)
Interconnection of the expansions of Wadi El Natroun substation with existing SS and network,
connected with 220 kV network:







Zayad (1)
Zayad (2)
El Bustan (1)
El Bustan (2)
Egyptian American (1)
Egyptian Amarican (2)

1.4. The ESIA Objectives
The objectives of the ESIA study thus are as follows:
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-

-

Identify and assess the potential environmental and social impacts of the each project
components on the surrounding areas (during construction and operation phase).
Compare the impacts in relation to the relevant national and international legal requirements
and guidelines.
Develop an environmental and social management plan for the mitigation of the potential
negative impacts of each project components and for monitoring compliance with the
relevant environmental laws and regulations during construction and operation.
Assess the capacity of the implementing agencies to put into action the developed
environmental and social management plan, during construction and operation phases
Develop a capacity building program to cover any identified gaps in the capacity of
implementing agencies regarding environmental and social measures

1.5. The ESIA Methodology
The EIA focused on identifying and assessing the negative and positive impacts of the project on
the environment and the socioeconomic characteristics of the impacted groups, in addition to
developing necessary mitigations for the negative impacts. The identifications and assessments were
conducted for each of the project components during construction and operation phases. The
mitigation measures were developed and presented in Environmental and Social Management Plan
matrix. In addition, the monitoring plan was developed to monitor implementation of the ESMP as
well as identifying the necessary capacity building activities for the implementation team. The
consultant proposed the necessary budget, to implement the ESMP and the monitoring plan.
Similarly, the monitoring plan is presented in the form of a matrix.
The EIA methodology included reviewing the secondary data sources from previous reports and
studies about the environmental and socio-economic characteristics of the projects area. The
literature review (included both reports provided by the client as well as web based resources),
contributed to elaborating the EIA study’s objectives mentioned above by assessing:
- Project background and proposed interventions
- The legal, institutional and organizational framework and background of the electricity
sector and the historical background
- Environmental and social standards and guidelines for related environmental and social
issues
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2.

Legislative and Regulatory Frameworks

2.1. Egyptian Laws, Regulations and Policies
2.1.1. Environmental Law 4/1994 for the Protection of the Environment
The Environmental protection Law No. 4 of the year 1994 is the main Environmental Law in Egypt
concerning the environment (Law 4/94). The EEAA sets criteria and conditions, monitors
compliance, and has the power to take procedures against violators of these criteria and conditions.
The Environmental protection Law No.4 was amended in March 2009 by Law 9 of the year 2009
(Law 9/2009).
The Executive Regulation of Law 4/94 was set out in 1995 (Decree 338), and it has been amended
several times. It was first amended in 2005 (Decree 1741), then in August 2011 (Decree 1095), and
finally in June 2012 (Decree 710). Law 9 dictates that the EEAA must be notified via registered
letter with EIA study report of the establishment of any new facility from the competent authority
(in our case EETC) the category of the EIA report is defined according to the EIA guidelines
which will be discussed in the following paragraph (Article 20and 21 from the law). The EEAA shall
be responsible to follow up the data included in the project register, to ensure conformity with the
actual conditions, and the project's commitment to the self-monitoring plan.
A self-monitoring plan should be in place as indicated in the Executive Regulation. Annex 3 of
D1741/2011, which is a register form for the impact of the facility on the environment, requires
information regarding the self-monitoring plan which include the pollutants that are being
monitored, sampling locations and schedule, and the standard methods followed for analyses. The
facility owner or his representative shall notify the EEAA immediately, by means of registered letter
with return receipt requested, of any deviation in the criteria and specifications of emitted or
discharged pollutants and the procedures taken to rectify such deviations.
The published Environmental Impact Assessment (EIA) guidelines (October 2001/January 2005/
January 2009) form the key regulation on environmental protection. Kindly refer to Annex 1 for
detailed Executive Regulation related to Law 4/1994 concerning EIA.
Provisions for Project Activities
Based on Law 4/1994 and its Executive Regulations, the following are some provisions, pertinent to
the activities of the proposed project:
-

Preparation of an ESIA study of the project and its presentation to the competent administrative
authority, which, in turn shall refer it to EEAA for consultation.
In terms of EEAA classifications, the project is classified as a Category B Project. For Category
B project, it is not compulsory to submit the full ESIA study including consultations and
disclosure. However as social desk studyabout the project area will be included in the report.
15
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-

-

Obtaining a license for the handling of hazardous materials from the competent administrative
authority (Ministry of Housing). Onsite generation rates of hazardous wastes shall be reduced.
Safe storage of hazardous waste in solid containers with clear and visible marks for their hazard
type and maintenance of an integrated record for waste handling is required by law
Disposal of excavation/construction waste at licensed locations through the local authority.
Maintenance of work place noise levels and exposure periods within the regulatory limits. Strict
prohibition of ambient noise higher than regulation limits for housing zones
Taking precautionary measures to control fugitive dust emissions during excavation and
construction works.
Compliance with the maximum permissible limits of air pollutants in the gas emissions at the
project site.

Air quality
The facility must demonstrate that it will meet air emission standards (Article 34/D338, amended by D1741;
Article 35/D338; and Article 36/D338, amended by D1741). The cumulative contaminant levels due to
incremental effects when combined with emissions from all other sources in the area should not exceed the
limits in Annex 5 of the Executive Regulation (D338, amended by D1741, D1095, and D710), which are
presented in table 1. Moreover a baseline measurement for ambient air quality in the proposed project area is
measured according to the parameters set in the following table, the results of the air quality is represented at
area baseline section. The proposed facility (substation) doesn’t have any emissions during operation.
Table 2-1
Pollutant

Sulphur Dioxide

Carbon Monoxide

Nitrogen Dioxide

Ozone

Total Suspended Particles

Average Period

Maximum Limit for
Industrial Zones

1 hour

350

24 hours

150

1 year

60

1 hour

30 000

8 hours

10 000

1 hour

300

24 hours

150

1 year

80

1 hour

180

8 hours

120

24 hours

230

1 year

125
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Pollutant

Particulate Matter - PM10

Particulate Matter - PM2.5
Suspended Particles
measured as black smoke
Lead
Ammonia

Average Period

Maximum Limit for
Industrial Zones

24 hours

150

1 year

70

24 hours

80

1 year

50

24 hours

150

1 year

60

1 year

1

24 hours

120

CONDITIONS WITHIN THE WORKPLACE
The facility must operate such that any possible leakage or emission of air pollutants inside the
workplace will not affect workers’ health and safety (Article 45/D1095). The Facility owner or his
representative is committed to provide Material Safety Data Sheets (MSDS) for Chemical
substances, in Arabic Language, which are used within the facility. Furthermore, Annex 8/D1095
includes four tables presenting the following:
- The maximum limits of air pollutants inside workplace and confined places
according.
- The minimum limit of air circulation rate required for adequate ventilation inside
workplace and confined places.
According to Article 44 of D1095/2011, noise levels and exposure duration within the workplace
should not exceed the limits set in Table 1 in Annex 7 of D1095, amended by D710. Permissible
levels for areas applicable to the facility are presented in table 2, in addition to those limit criteria.
The facility and the contractor should complain with other noise limits during construction and
operation according to annex 7 from the executive regulation.
Table 2-2 Maximum Permissible Limits for Noise Intensity inside the Workplace in dBA (Annex 7,
D1095/2011)
Type of Place and Activity

Maximum Limit

Work place with up to 8-hour shifts.

85

Administrative offices- work rooms for computers and similar equipment.

65

Solid waste
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According to annex 11 from the executive regulation No 964 for year 2015, collecting and handling
of solid waste, where the containers should be suitable dimension and collecting and separating of
different waste types, the car transfer the waste from the facility/construction site should be licensed
from the competent authority. As well as landfill for final disposal should be authorized.

2.1.2. Law 38/1967 on Public Cleanliness
The conditions mentioned in the previous paragraph are also mentioned in Law 38/1967 for
General Cleanliness and its Executive Regulations. Article 15 of the Executive regulations stipulates
that vehicles hauling construction waste should have tight cover to prevent dispersion or falling of
its contents.
2.1.3. Law 93/1962: Discharge of Liquid Waste
The law regulates the discharge of liquid waste to sewerage networks, thus protecting such networks
and sewerage utilities from polluting discharges. Provisions of this law apply to all parts of sewerage
networks including final inspection chambers and their joints to the main network and all pipelines
whether constructed under public or private roads. Decree 649/1962 was revised (regulations of
law 93/63) by Minister of Housing decree 44/200 including the revised specifications of liquid
waste, prior to their discharge to the sewerage network. Late 2003, Minister of Housing decree
254/2003 (as 8th chapter of decree 44/2000) was issued for the bases and specifications of the
treatment, handling and safe re-use of sludge.
The potential wastewater from the proposed project during construction supposed to be collected
daily and transfer by licensed tractor of the local administrative unit for the project area, and during
the operation the SS will be connected to the sewage system network , it it is exist in the project
area.
2.1.4. Electricity Law No. 63 of the Year 1974

In addition to Environmental Impact Assessment requirements, concerning the electricity sector
installation, the People Assembly passes the bill of Electricity Law 63 (article 1 and 2) that regulates
mechanism and the responsibilities of the owner or squatter that passes the land (overhead or
underground cable) and the limit of the distance set for the different capacity of the transmission
lines.
2.1.5. Electricity Law No. 87 of the Year 2015
In addition to Environmental Impact Assessment requirements, concerning the electricity sector
installation, the People Assembly passes the bill of Electricity Law 87 that regulates all activities and
developments related to the electricity sector.
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Electricity Law 87/2015 addresses the limits of distances to be measured from the axis of the
OHTL routes as well as the underground cables, which should be kept away from the infrastructures
and development areas under article 55 of chapter 5.
2.1.6. Electricity Law No. 67 of the Year 2006
Electricity Law 67/2006 was issued for the sake of protecting the consumer. Article 2 of this law,
states that the consumer's rights must not be compromised, including the consumer's right to access
to knowledge on the protection of his legitimate rights and interests in order to ensure that he is
aware of the party whom he can refer to in case of any complaints. The consumer also has the right
to bring lawsuits on all that would prejudice or damage his rights or restrict them. The service
provider also must supply the consumer with correct information about the nature and
characteristics of the product – which is indicated in this report as "the electricity" - to avoid
misleading the consumers or the beneficiaries of the service causing them to fall into error or
mistake.
Under this law, an agency should be established for the protection of the consumer and his interests.
The Egyptian Electric Utility & Consumer Protection Regulatory Agency is the authority competent
for the protection of the consumer in the electricity sector. Inregard of electricity tariff and
collection fee, EETC is already provides the certain fees regulation and fees collection system, to
provide all diverse consumers.
In addition to the previously mentioned laws, the following laws and decrees are applicable to the
proposed project:
-

Decree 458/2007; Egyptian Drinking Water Quality Standards adopted by the Ministry of
Health;

-

Law 102/1983; Natural Protectorates;

-

Law 12/2003, Articles 204-207; Construction Work License; and

-

Law 66/1973; Traffic law according to noise and emissions.

2.2. International guideline
2.2.1 International Finance Corporation (IFC) Sustainability Framework

The Sustainability Framework articulates IFC's strategic commitment to sustainable development
and is an integral part of IFC approach to risk management. The IFC Sustainability Framework
promotes sound environmental and social practices, encourages transparency and accountability, and
contributes to positive development impacts. The Sustainability Framework consists of The Policy
on Environmental and Social Sustainability, which defines IFC's commitments to environmental and
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social sustainability; The Performance Standards, which define clients' responsibilities for managing
their environmental and social risks; The Access to Information Policy, which articulates IFC's
commitment to transparency. The IFC Performance Standards have become globally recognized as
a benchmark for environmental and social risk management in the private sector; they are as follows:
Performance Standard 1:
Assessment and Management of Environmental and Social
Risks and Impacts
- Performance Standard 2:
Labour and Working Conditions
- Performance Standard 3:
Resource Efficiency and Pollution Prevention
- Performance Standard 4:
Community Health, Safety, and Security
- Performance Standard 5:
Land Acquisition and Involuntary Resettlement
- Performance Standard 6:
Biodiversity Conservation and Sustainable Management of
Living Natural Resources
- Performance Standard 7:
Indigenous People
- Performance Standard 8:
Cultural Heritage
According to the IFC Policy on Environmental and Social Sustainability Report issued in January
2012, the proposed project is classified as Category C: Business activities with minimal or no adverse
environmental or social risks and/or impacts.
-

2-2-1-1 IFC EHS General Guidelines
The EHS General Guidelines contain the performance levels and measures that are generally
considered to be achievable in new facilities by existing technology at reasonable costs. When host
country regulations differ from the levels and measures presented in the EHS Guidelines, projects
are expected to achieve whichever is more stringent.

The General EHS Guidelines include limits and best practices for different environmental aspects
such as air quality and noise in addition to occupational health & safety and community health &
safety relevant guidance. The main environmental aspects covered by the General Guidelines are
presented below, namely the air quality, and noise.
As stipulated in the IFC General EHS Guidelines, discharges of process wastewater, sanitary
wastewater, wastewater from utility operations or storm water to surface water should not result in
contaminant concentrations in excess of local ambient water quality criteria.
The Guideline states that for sanitation facilities wastewater, it should achieve effluent water quality
consistent with applicable national requirements or internationally accepted standards. Additionally,
the treated wastewater and sludge quality for land application should be consistent with applicable
national requirements

AIR QUALITY AND EMISSIONS

The EHS General Guidelines provide guidance to facilities or projects that generate emissions to air
at any stage of the project life-cycle. It complements the industry-specific emissions guidance
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presented in the Industry Sector EHS Guidelines by providing information about common
techniques for emissions management that may be applied to a range of industry sectors. This
guideline provides an approach to the management of significant sources of emissions, including
specific guidance for assessment and monitoring of impacts.
According to the EHS General air quality guidelines, the generation and release of emissions of any
type should be managed through a combination of:
Energy use efficiency
Selection of fuels or other materials, the processing of which may result in less polluting
emissions
- Application of emissions control techniques
In general and as stipulated in the IFC General EHS Guidelines, air emissions should not result in
pollutant concentrations that reach or exceed ambient air quality guidelines presented in table 3.
-

Table 2-3 IFC Ambient Air Quality Guidelines

Pollutant

Sulphur dioxide (SO2)

Nitrogen dioxide (NO2)

Average Period

Guideline Value
(µg/m3)

24 hours

20
125 (Interim target3-1)
50 (Interim target-2)

10 minutes

500

1 year

40

1 hour

200

1 year

70 (Interim target-1)
50 (Interim target-2)
30 (Interim target-3)
20

24 hours

150 (Interim target-1)
100 (Interim target-2)
75 (Interim target-3)
50

1 year

35 (Interim target1)
25 (Interim target-2)
15 (Interim target-3)
10

Particulate Matter (PM10)

Particulate Matter (PM2.5)

3

Interim targets are provided in recognition of the need for a staged approach to achieving the recommended
guidelines.
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Pollutant

Ozone

Average Period

Guideline Value
(µg/m3)

24 hours

75 (Interim target-1)
50 (Interim target-2)
37.5 (Interim target-3)
25

8 hours daily maximum

160 (Interim target-1)
100

NOISE EMISSIONS
The General EHS Guidelines address impacts of noise beyond the property boundary of the
facilities. As stipulated in the Guidelines, noise emissions for residential, institution and educational
areas should not exceed 55 dBA (one hour LAeq) for each of the daytime (07:00-22:00) and45 (one
hour LAeq) night-time (22:00-07:00) or result in a maximum increase in background levels of 3 dB
at the nearest receptor location off-site.
Furthermore, the Guideline provides some noise reduction options that should be considered. These options
include:
-

Selecting equipment with lower sound power levels
Installing silencers for fans
Installing suitable mufflers on engine exhausts and compressor components
Installing acoustic enclosures for equipment casing radiating noise
Improving the acoustic performance of constructed buildings, apply sound insulation

The Guidelines state that noise monitoring may be carried out for the purposes of establishing the
existing ambient noise levels in the area of the proposed or existing facility, or for verifying
operational phase noise levels. Noise monitoring programs should be designed and conducted by
trained specialists. Typical monitoring periods should be sufficient for statistical analysis.
SOCIAL
Two IFC Performance Standards are related to the social aspects of the proposed project, namely 2
(Labour and Working Conditions ) and 4 (Community Health, Safety, and Security).
IFC Performance Standard 2: Labour and Working Conditions recognize that the pursuit of
economic growth through employment creation and income generation should be accompanied by
protection of the fundamental rights of workers. The main objectives of this performance standard
include promoting compliance with national employment and labour laws, protecting workers,
including vulnerable categories of workers such as children and promoting safe and healthy working
conditions.
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This performance standard applies to workers directly engaged by the project owner (direct
workers), workers engaged through third parties to perform work related to the project for a
substantial duration (contracted workers), as well as workers engaged by the project owner’s primary
suppliers (supply chain workers). The performance standard states that workers should be engaged
in the identification of labour risks and impacts. In addition, it presents other requirements related
to child labour, forces labour and occupational health and safety.
IFC Performance Standard 4: Community Health, Safety, and Security addresses the project owner’s
responsibility to avoid or minimize the risks and impacts to community health, safety, and security
that may arise from project related-activities, with particular attention to vulnerable groups. One of
the main objectives of this performance standard is to ensure that the safeguarding of personnel and
property is carried out in accordance with relevant human rights principles and in a manner that
avoids or minimizes risks to the affected communities

2-2-1-2 IFC –EHS guidelines for Eclectic Power Transmission and Distribution
This Guideline includes industry(Electric Power Transmission and Distribution include information
relevant to power transmission between a generation facility and a substation located within an
electricity grid, in addition to power distribution from a substation to consumers located in
residential, commercial, and industrial areas) relevant environmental impacts management
techniques, environmental performance indicators and Monitoring. The guideline presents
applicable limits for general public exposure to electric and magnetic fields published by the
International Commission on Non-Ionizing Radiation Protection (ICNIRP), the limits of exposure
represent in the following table. For other environmental monitoring (air and noise) it is the same
parameter set at general EHS guidelines.
Table 2-4 limits for general public exposure to electric and magnetic fields
Frequency

Electric field (V/m)

Magnetic field (µT)

50 HZ

5000

100

60 HZ

4150

83

Occupational H&S
Occupational health and safety performance should be evaluated against internationally published
exposure guidelines, as Permissible Exposure Limits (PELs) published by the
Occupational Safety and Health Administration of the United States (OSHA); another important
indicators are the minimum working distance for trained employees, and exposure limits for
occupational exposure to electric and magnetic field in the following tables.
Table 2-5
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Voltage range (kv)

Minimum working
distance (meters)

230 to 242

1.54

500 to 552

3.35 5

Table 2-6
Frequency

Electric field (V/m)

Magnetic field (µT)

50 HZ

10 000

500

60 HZ

8300

415

.

4

OSHA
The min. working distance and min. clear hot stick distance may be reduced provided that such distances are not
less than the shortest distance between the energized part and a grounded surface
5
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3.

Project Description

3.1. Project Objectives
Those objectives are in accordance to the EETC and its affiliated companies’ mission toward the society: to
provides continuous and safe supply of electricity to all type of consumers. In addition, as the EETC and its
affiliated companies’ long term goals, all the implementation of their project is in accordance with
international performance standards and taking into consideration all the environmental, social and
economic determinants.
In accordance to provide stabilize power supply; ensure quality supply, guard against losses due to minimal
power failures and blackouts in different area along Egypt different governorates, in accordance the EETC
implement different substations include transformers to change voltage levels between high transmission
voltages and lower distribution voltages, or at the interconnection of two different transmission
voltages. Transform voltage from high to low, or the reverse, or perform any of several other important
functions. The proposed substation (SS) will include transformers to change voltage levels between high
transmission voltages and lower distribution voltages, or at the interconnection of two different
transmission voltages.

3.2. Proposed Technology
3.2.1. Substation components
Power transformer
The primary function of a power transformer is to transform system voltage from one nominal level to
another. The transformer has to be capable of carrying the power flow for its particular location in the
system under various operating conditions and contingencies, such as line or transformer outages. The
transformer has many different types for cooling depend on the used technology; the type of cooling used is
based on the requirements of the specifications, the size of the transformer, and the manufacturer’s standard
design.
Power circuit breaker
Circuit breaker is a device that closes and interrupts (opens) an electric circuit between separable contacts
under both load and fault conditions. Double circuit breaker for 500Kv line is used at the proposed SS.
Metal –switchgear
Metal-clad switchgear serves the same system function as comparable elements in a conventional open bustype substation. These elements may include main power switching or interrupting devices, disconnecting
switches, buses, instrument and control power transformers, and control and auxiliary devices, as well as
other devices.
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Substation voltage regulator
Both three-phase and single-phase voltage regulators are used in distribution substations to regulate the
load-side voltage. Substation regulators are one of the primary means, along with load-tap-changing power
transformers, shunt capacitors, and distribution line regulators, for maintaining a proper level of voltage at a
customer’s service entrance. A very important function of substation voltage regulation is to correct for
supply voltage variation. With the proper use of the control settings and line drop compensation, regulators
can correct for load variations as well.
Other components
The SS include many other components as shunt capacitor equipment, air switch, instruments transformers,
capacitors and coupling voltage, and automatic circuit closer is a self-controlled protective device used to
interrupt and reclose automatically an alternating-current circuit through a predetermined sequence of
opening and reclosing followed by resetting, lockout, or hold closed.
3.2.2. Substation Technology
Gas Insulated Switchgear (GIS) with SF6 gas will be used at new susbstations.GIS is a compact multicomponent assembly enclosed a ground metallic housing in which the primary insulating medium is
compressed Sulphur hexafluoride (SF6) gas. SF6 acts as insulation between live parts and the earthed metal
closure.
The use of SF6 gas is one of the revolutionary technologies in addition to the technology of circuit breakers.
The dielectric strength of SF6 gas atmospheric pressure is approximately 3 times that of air, it is
combustible, low order oftoxicity, colorless and chemical inert. Also, it has ar-quenching properties three to
four times better than air at equal pressure. GIS occupy 25% space than it is required for conventional
substation (needed only small ground space requirements).
With regards to maintenance activities, the GIS substation requires minimal maintenance efforts (nearly zero
maintenance), has less field erection time and erection cost.
Reasons for selection of the SS technology, is that the site is located at an urban area where land is limited.
The optimal option for SS technology is the indoor GIS substation using SF6 gas as described above.
Regarding the pollution and other accidents that may occur during operation and maintenance, the GIS SS
with SF6 gas is known to be non-flammable, non-explosive, oil free and less pollution.
In addition, with regards to the aesthetic aspects, the GIS SS is placed inside a closed building. Thus there
will be no impact on the scenery at existing establishment surrounding. Figure 3.7 below describe the main
advantages of the GIS SS compared with other technologies (Conventional SS, Hybrid GIS SS)
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Figure 3.1 Type of circuit breaker GIS and their specifications
3.3. Project Location
One of the most important factors in the design of SS is the location of the SS, which should considered the
following factors:
Location of present and future load center
Location of existing distribuation line
Location of existing and future power generation
Nearness to road, accesibility to heavy equipments.
Availanilty at the site for mainataince requiremnets.
Environmnetal condition (weather, soil resistivity,general topographic, habitat and fauna,…)
Public safety and public concern
Cultural resources
In accordance EETC usually allocate land for SS compatible with previous characteristic for SS site with
minim impact on the surrounding environment.
-

EETC provide EcoConServ the proposed SS locations in accordance to prepare EIA report, to the
proposed SS. The lines which will be connected to the new SS.. The data provided by the EETC and site
reconnaissance visits conducted by the experts gave the team a better understanding of the project site. A
description of the projects locations and surroundings and the existing environmental and social conditions
related to the different perspectives (environmental, social, human being, flora, fauna, cultural heritage sites,
etc.) will be provided at section 5 from the report.
The proposed SS site is determined as the following coordinate:
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Wadi El Natroun substation
Latitude: 30o 13΄11.62" N
Longitude: 30o 42΄5.72" E

The

following

map

represents
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proposed

locations

for

Wadi

El

Natroun

SS.
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Figure 3.5Map of the proposed location of Wadi El Natroun Substation
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3.4. Proposed Project Components
The main components6 of the proposed Wadi El Natroun SS project are:
9 cells double breaker (6x500 kV + 2 x500MVA transformers) the 3 transformers have 3x167 MVA and two
auxiliaries transformers with capacity 500KVA.
Interconnection of the expansions of Wadi El Natroun substation with existing SS and network, connected
with 500 kV network:
 El Nubaria
 Abo El Mattamer (1)
 Abo El Mattamer (2)
 October (1)
 October (2)
 Cairo 500
13 cells (6x220kV + 3 x500MVA transformers+3x125 MVA transformers + busbar connection)
Interconnection of the expansions of Wadi El Natroun substation with existing SS and network, connected
with 220 kV network:







Zayad (1)
Zayad (2)
El Bustan (1)
El Bustan (2)
Egyptian American (1)
Egyptian Amarican (2)

3.5.

Description of Activities during Project Implementation

3.5.1. Description of Activities during Construction Phase
a. Construction of Substation
 Site preparation: including but not limited to: site clearance (limiting ground disturbance
to existing networks during site preparation), fences construction, preparing site camp,
preparing access road (if needed) for moving construction material and machineries and
temporary storage of construction materials, machineries, etc.
Besides the site preparation, the approvals or the permissions from the competent
authorities and surrounding establishments shall be obtained.
6

Please refer to Task 1 on the Consultant Methodology of Description of the main project components.
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 Construction of concrete works: (footing, foundations, SS framework, support
structures and equipment) and other concrete construction for underground path, etc.
 Construction of Supporting buildings: including administration building and facilities,
control room, etc.
 Erection of the equipment: including transformers, switches yards, electrical panel, etc.
 Waste management: including generated domestic and construction waste (hazardous
and non-hazardous). This activity will include waste identification, temporary storage,
handling and transportation to the designated landfill.
Besides all activities described above, the training for operation and maintenance, including the
emergency plans is required to be conducted by the contractors who supply, erect and start up the
transformers and their accessories. The capacity building activities shall be held during the warranty
period.
3.5.2. Description of Activities during Operation Phase
a. Operation of Substation
 General check: for the fitting, oil quality, performance of the transformers, gas
insulation quality and quantity etc.
 Oil filtration:during operation of the GIS substation. Please note that during the
operation and maintenance, it is expected to generate limited amounts of the rejected
oil,since oil is generallyfiltered using the oil filter machine available at the SS site.
 Transformer replacement: Due to the increased power demand at some areas, EETC
may change the transformer. Please notethat the current practice of the EETC is to
replace the transformer. The old transformer is reusedat other SSwith less demand on
electricity.
 Waste management: including the generated domestic waste and rejected waste
(rejected cables and spare parts). The waste management will include waste identification,
temporary storage, handling and transporting to the designated landfill.
Besides all activities mentioned above, to ensure the knowledge and the skill of the operator of the
SS, the regular training, including regular simulation during the emergency shall be organized and
provided by EETC to the operators of the SS.
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4.

Project Alternatives

4.1. No Project Alternative
The main objective of the project is to connect Wadi el Natroun SS to the existing SSs. and network. The
Environmental and social impacts from the project are assessed and no significant impacts are anticipated.
The proposed substation is located in a new agriculture area full of rural resorts (gulf Solimnia, pyarmisa resor)
about 13 Km and from Alexandria- Cairo main about 2.13 Km. It’s clear from the proposed SS location , there
has no impact on the surrounding environment where the location of the station is very far from any residential
area even the nearest new agriculture area it is about 1 Km far from the SS.

The new substation are added to the network to address the increased demand of electricity in the different
governorates
It is believed that there will be many benefits from the project that could over-weigh its limited
environmental impacts such as providing fluent power supply to the consumers, in addition to the
developmental and socio-economic benefits. Therefore the no-project alternative is not an
environmental/social requirement.
If the six SSs were not built, the consequences would be as follows:






Energy capacity will not increase
Secure the demand of the new establishment as well as to cope with the demand increased from the
residential / housings will not be achieved
The power supply to the consumers will not be improved
The consumers’ financial losses from low quality power supply will decline
As a result, an increase in the economic activities in the region in not expected

4.2. Alternative technology
The GIS technology with SF6 gas insulated is the most appropriate technology to be used based on
environmentally and economically acceptable standards for similar SSs. It requires limited space (occupies
only 1/10 compared to the conventional SS), especially since the site is located at an urban area (due to the
aesthetic landscape as the SS will be indoor) and more reliable than conventional SS are the priorities to
select the GIS system in this project. In addition, to reducing the risk of flammable materials, having long
lifetime and less operation and maintenance compared to the conventional SS, the SF6 gas insulated system
is selected for those substations. However, if SF6 is released to the environment will increase the impact on
ozone depletion and global warming. Therefore, the periodically check of the insulated gas has to be done
properly and periodically in accordance to the specification and operation manuals.
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4.3. Location/Route Alternatives
The selection of the SS location should be undertaken according to criteria that fulfills technical,
environment as well as socioeconomic objectives in order to achieve the most feasible application.
Accordingly Wadi El Natrwon SS the sites are already plotted during the EETC planning to be built and to
serve the increase of the electricity demand from the surrounding new establishment and demand on new
connections to rural, and industrial areas around the substations.
Generally there are few environmental constraints for construction and operation the SS that are described
in the ESMP screening criteria in Chapter 8. If these constraints were followed during the implementation
(construction and operation phase) of the project there will be no environmental/social objection with
regards to site selection; both SS site selection and routes of interconnections underground cables.
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5. Environmental and Social Baseline
5.1. Project location
Wadi El-Natroun is a narrow depression located in the west of the Nile Delta, approximately 1 1 0 km
northwest of Cairo between longitudes 30° 80' 20" and 30° 82' 90"E and latitudes 30° 81 ' 60" and 30° 83'
20"N. The total area of Wadi El-Natroun is approximately 281 .7 km2, extending in a NW–SE direction.
5.2. Air and climate
Egypt's climate is characterized by a combination of the hot, dry air masses over the Sahara and the cooler,
damper maritime air masses from the North carried by Eastward moving depressions.
Throughout most of the year the hot, dry, tropical continental air masses dominate, but during the winter
period air masses of both tropical maritime and polar maritime origin make brief incursions into Egypt from
the North, and frequently bring rain. The Khamsin winds dominate in spring.
Wadi El-Natroun area is arid: low and very variable rainfall, a long dry summer, a high rate of evaporation,
low humidity etc. The annual rainfall is about 41.1 mm with November and December having the greatest
amount. The mean annual temperature varies from 22.8 °C in January to 28.8 °C in August(Egyptian
Meteorological Authority, 2006).; mean monthly relative humidity ranges from 52% in May to 70% in
November–December. Wind velocities range between 11 and 20 km/h in winter and summer respectively,
winds being usually from the north, northeast and northwest.
The available information about detailed weather in the study area will be presented by the nearest weather
station to the proposed SS location. The nearest weather station to our proposed substation is Ashmun
weather station, it is about 29 Km far from the proposed SS.
Table 5-1 Temperature at Ashmun
Jan.
Feb.
Mar.
Average 13
14.2
16.6

Apr.
20.5

May
23.9

June
26.7

July
27.5

Aug.
27.4

Sep.
25.9

Oct.
23.2

Nov
18.6

Dec.
14.5

June
0.1
0.1

July
-

Aug.
-

Sep.
-

Oct.
0.9
0.8

Nov
4.7
1.5

Dec.
7.1
3.3

Source: http://www.weatherbase.com/

Table 5-2 precipitation in Ashmun station
Jan.
Feb.
Mar.
Apr.
mm.
8.1
4.6
3.6
1.6
Days
4.4
3.6
2.4
1.1
of
Prec.

May
0.9
0.5

Source: http://www.weatherbase.com/

Relative humidity in the Delta region as well as the Project Area is not as high as in the coastal area. However the project area
located at semi arid weather near the most concentration agriculture area in Egypt so we can notice that the humidity is little bit
high. The following table presents the relative humidity at the area.
Table 5-3 relative humidity Ashmun station
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Jan.
65.4

Apr.
52.1

May
49.4

June
52.1

July
60.1

Aug.
63.7

Sep.
62.4

Oct.
61.9

Nov
65.9

Dec.
66.2

Table 5-4 wind speed at Ashmun station
Jan.
Feb.
Mar.
Apr.
Km/h
11.2
12.6
13.7
13.3

May
13.7

June
13.3

July
12.2

Aug.
11.2

Sep.
11.5

Oct.
11.9

Nov
10.4

Dec.
10.8

%

Feb.
61.4

Mar.
58.9

Source: http://www.weatherbase.com/

Source: http://www.weatherbase.com/

Air quality
Seasonal deterioration of air quality all over Egypt- especially western desert where the proposed SS existhappens during naturally occurring dust storms (Khamaseen) during the spring leads to an intermittent dramatic,
though temporary, increase in total suspended particulate and respirable dust concentrations.
Air quality at the study area
In general there are two main factors affecting the ambient air concentration of a certain pollutant emitted from a
certain source or sources in a selected area:


The intensity of the emissions (e.g. concentration and flow rate) from the source or sources.



The uncontrollable atmospheric dispersion conditions which include but not limited to (wind speed, wind
direction, temperature, humidity, rain fall, atmospheric turbulence, solar radiation intensity and atmospheric
pressure).
All the recorded rests showed compliance with the national and international guidelines for ambient air quality
moreover most of the data recorded were way below the guidelines which indicates that the ambient air quality in the
project areas is one of the best areas in Egypt in terms of ambient air quality which can be attributed to the absence of
any major industrial sources.
Moreover the area is mainly desert with a very scarce source for any pollution other than the nearby Cairo-Alexandria
desert road. The following table presents the air quality in the proposed SS site.
Table 5-5 Air quality in the proposed SS site

Time

NO

NO2

NOx

SO2

CO

PM10

T.S.P

10:AM

17.8

15.3

34.1

16.4

2.7

113.22

129.71

11:00

10.5

15.5

19.1

10.8

3.2

12:00

17.1

16.8

23.9

6.8

3

13:00

16.3

14.5

20.8

6.8

2.9

14:00

1.2

10.1

11.5

4.7

1.4

15:00

10.1

7.8

8.8

3.6

1.4

35

ESIA for Wadi El Natroun Substation

16:00

12.2

9.4

10.6

3.2

1.2

17:00

13.2

8.8

10.1

2.6

1.2

Limits

150

150

150

150

10 (mg/m3)

150

230

More details about the methodology of air samples and equipments used are submitted at Annex 1 from the report.

5.3 site specific Noise
Noise is one of the environmental factors that will be affected by the project, especially during construction
phase in term of the surrounding areas and sensitive receptors (bird). Noise generated mainly from the
different activities during construction phase and the additional movement during operation phase which
include the permanent noise generated by the transformers.
The following table presents the average noise level baseline in the area, comparing with national limits and
international limits for such area. As we see from the baseline results that average noise limits compatible
with national and international limits, except at later day time hours the average are a few higher than
national limits.
Table 5-6 noise level in the proposed SS site

Sound Level Equivalent & Percentile Recordings in Permissible Limits
dBA for 24 Hours

LAeq (dBA)

Time
LAeq

LA10

LA50

LA90

LA95

National

International

Day-Night

Day-Night

50-45

45-55

LCpeak

10:00

42.79

41.58

31.58

25.04

23.63

108.85

11:00

55.2

45.41

51.53

50.03

52.47

100.74

12:00

46.12

44.43

37.99

33.89

32.81

118.63

13:00

41.83

45.48

38.11

32.58

31.71

88.82

14:00

57.9

52.54

41.9

36.13

34.77

93.7

15:00

52.98

56.19

47.64

38.16

36.34

95.32
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Sound Level Equivalent & Percentile Recordings in Permissible Limits
dBA for 24 Hours

LAeq (dBA)

Time
LAeq

LA10

LA50

LA90

LA95

National

International

Day-Night

Day-Night

LCpeak

16:00

53.12

56.87

47.47

39.7

37.8

104.96

17:00

54.5

58.67

49.75

38.61

36.17

99.24

5.3. Land
5.3.1. Geology

In general, the area is covered by Quaternary lake deposits and old alluvial deposits of sand and gravel laid
when the sea encroach the area and the Nile flowed through it. The lake deposits and alluvium are underlain
by limestone of Miocene, Oligocene and Pliocene ages.
Important geomorphological feature of the Wadi El-Natroun Depression is the formations of aeolian sand
deposits (loose quartz) on the west of the lakes. These formations are represented by hummocks bordering
the lakes and undulating sheets of sand further westwards. This part is also below sea level, the ground level
showing a gradual rise westward, associated with a gradual decrease in the salt water. To the south and west
of the depression is the sand-and-gravel country which includes fossil wood. These gravel deposits are
associated with a network of water runnels lined with alluvial sand and silt.
Pliocene deposits appear, striking at first due west, then west-northwest, the basal conglomerate standing
out as a high ridge separating Wadi el Farigh and Wadi el Natroun. The summit points along the ridge had
heights between 90 to 118 meters, while the two valleys are excavated to below sea-level. The Pliocene and
the plane of erosion on which it rests dip from the summit of the ridge steeply under Wadi el Natroun. The
northern slope of the ridge is largely formed by the dip-slope of the conglomerate; but farther down
depression younger beds succeed.
The Pliocene beds exposed in the floor of the valley, below or just above sea level being estuarine in origin
and containing a rich drifted fauna of vertebrates. The following map represent the geological in the area.
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Figure 1 Geological

map

Source : Massoud, U. et al., Characterization of the groundwater aquifers at El Sadat City by joint inversion of VES and TEM data. NRIAG
Journal of Astronomy and Geophysics (2014)
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5.3.2. Seismic hazardous

The proposed project is located in an area characterized by almost featureless plain with the
exception of small folded and faulted Abu Roach complex which offers a few prominent
topographical features. The following figure presents the major faults in the area. The
majority of these faults are steep normal.
The most famous fault in the area is Abu Roash fold which its origin to compression
movemen which affected the area during the late cretaceous -early tertiary tectonic event.

Figure 2 Major fault in the area (Said 1990)

5.3.3. Soil

The inland saltmarshes of the Western Desert of Egypt are found in the form of Sabkhas around the lakes,
springs and wells of the oases and depression e.g. Qattara, Wadi El-Natroun…etc. Soil texture at wadi el
Natroun is mostly sandy to sandy clay loam. Soil pH values range from 7.2 to 8.0. Organic matter content is
very low with a maximum value of 0.3%. The soils are classified as Typic Haplocalcids, Vertic Aquisalids,
Lithic Aquisalids, Lithic Torriorthents, Typic Torripsamment and Typic Torriorthents.
As we see from the following map describe Physiographic soil of the area, which all the area adjacent CairoAlexandria road which is present about 26% from the site is alluvial plain consist of sandstone with
limestone and soil classified as Typic Torriorthents 100%. Flat phase scatter betweens lakes and appear
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around the urban area at the south east of the site. Low hills with white sallow marine limestone separate the
lakes zone from almost flat low hills with soil characteristic Typic Haplocalcids

Figure 3 Soil type in the study area

5.4.

Hydrology

The origin of the underground water in Wadi El-Natroun is seepage from the Nile stream, because of its
proximity and low level. A series of isolated saline lakes occupy the axis of the depression. The water level in
the lakes fluctuates seasonally along the year rising up in winter and falling down in summer but never get
dry, and ranges from 1 6 m in Zagig Lake to 23 m in Al-Gaar and Fasida Lakes. The Wadi El-Natroun
Depression gets its water from two sources – the springs in the bottom (e.g. in Lake Hamra), and seepage
into the lakes. The direction of the lateral seepage is generally from the northeast. There is a hydrostatic
connection between the Nile (Rosetta Branch) and the depression. This connection is confirmed by Shata et
al. (1962a, b) and Abu Al-Izz (1971). The principals lakes in the depression are:
-

Lake Fasida, which is oval and about 8 km from the southern end of the depression. Its area is 1.5
km2. It dries up completely during the summer and is 21 m below sea level in the north. On the
bottom of the lake thick deposits of salts have accumulated. The water of the lake is reddish and the
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-

-

-

Figure 4

amount of natron (sodium carbonate) which it contains is very low but the lake is surrounded by
crusts of natron.
Lake Um Risha (2.9 km2) is 21.9 m below sea level. About two-thirds of this lake is dry in the
summer and there are thick deposits in its bottom. The amount of natron is limited and its water is
reddish.
Lake Al-Razoniya (1.05 km2) dries up in summer and contains little natron.
Lakes Abu Gubara and Hamra form one lake during the summer (as a result of water seepage from
the summer fl oods of the Nile) and separate during the restof the year. Their combined area is 2.1
km2. However, as no floods now occur (with the construction of the Aswan High Dam) the water
level of the lakes no longer increases.
Lake El-Zugm (1.9 km2) is in the centre of the wadi; it also dries up in summer and has deep natron
deposits.
Lake Al-Bida is the largest lake in the wadi (3.5 km2); it dries up in summer and has the highest
salinity, with little natron on the lake bed.
Lake Khadra (0.77 km2) is greenish and dries up during the summer.
Lake Al-Gaar (1.9 km2) is in the extreme north of the depression; it never dries up.

Schematic map of Wadi El Natroun Lakes

Source :jou rna l of b iology& eartg sciene s, atha lasso haline lakes of wadi el natrun, Azza h ame, Moneir Adl Ghan i

5.5.

Ecology & Biodiversity

5.5.1. Flora

Wadi El-Natroun includes two principal ecosystems, namely: the salt marsh ecosystem of the
depression proper and the gravel desert ecosystem of the surrounding highlands (Zahran and
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Girgis, 1970). A third type of habitat affected by the water of the lakes and the shallow
underground water is the sand terraces (sand embankments) to the east of the lakes. Thi s is
the habitat of the halfa grassland type.Three vegetation types are associated with these types
of habitat, namely:
1. Reed swamp vegetation
This vegetation grows in the swamp lands bordering the lakes where there is a rich and
continuous feed of fresh and brackish waters. The soil is muddy and rich in organic matter.
Two species of Typha dominate: T. elephantina and T. domingensis. The former is
widespread in Wadi El-Natrun but its presence elsewhere in Egypt is uncertain (Boulos,
1962).
2. Salt marsh vegetation
The outstanding feature of this habitat is the high salt content of the soil. According to the
relief, degree of saturation and concentration of the salt in the soil, communitie of the salt
marsh vegetation of Wadi El-Natroun may be classified into wet and dry salt marsh
communities.
a) Wet salt marsh communities
b) Dry salt marsh communities
3. Halfa grassland
The habitats of this type of vegetation are sand terraces or sand dunes associated with the eastern side of the
lakes. The grassland forms a continuous zone eastward of that of the S. spicatus community. The dominant
grass is Desmostachya bipinnata.
The desert surrounding the Wadi El-Natroun Depression is a gravel part of the Western Desert dissected by
drainage runnels which vary in size. Therophytes and a few perennials with short root systems grow in the
smaller runnels that are lined with fi ne sand. Larger runnels have deeper deposits that favor the growth of
perennials with deep roots. Plants in this sand-and-gravel desert depend mainly on the amount of rain, since
it is far from the extent of seepage of lake water. The growth of ephemerals is subject to notable seasonal
variations. The noticeable feature of this ecosystem in the Wadi El-Natroun area is the mosaic pattern of the
vegetation suggesting that the plants are affected by several interacting factors rather than a single dominant.
5.5.2. Fauna

According to the most recent published literature about the herpetofauna of Egypt (Baha El Din S., 2006),
potentially occurred reptiles and amphibians (up to 53 species in some areas). The highest concentration and
greatest species richness is near the margins of mDelta with number of recorded species ranges from 32 to
53 species and this is a considerable proportion of the total herpetofauna of Egypt (112 species).
About 23 mammalian species (a considerable proportion of the total mammalian fauna of Egypt - 110
species) that potentially occurred in the investigated ecosystems based on the most recent published
literature, (Basuony M.I. et al, 2010). There are some important mammals that existing in these ecosystems
such as the endemic Swamp Cat Felis chaus nilotica. Despite of potentiality of occurrence of this endemic
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species in these ecosystems Felis chaus nilotica recorded as common species and LC, Least Concern according
to IUCN (International Union for Conservation of Nature) criteria and categories.
5.5.3. Birds

From the following map(wadi el Natroun No 11 on the map) and according to EEAA published report
about the important birds area in Egypt; Wadi El Natroun considered modest importance for water birds.
Wadi El Natroun is known to hold some of the largest winter concentrations in Egypt of Tadorna tadorna,
Gallinago gallinago, Numenius arquata, Calidris minuta and Charadrius alexandrinus. However, with the exception
of the latter, none are known to occur in internationally significant numbers. The area is also of moderate
importance for migrant water birds. The area gained it is moderate important from staging migrants during
autumn. Grus grus is known to pass through and rest in significant numbers during spring and autumn.
Some 12 species of waterbirds are known or expected to breed in Wadi El Natrun, including the largest
breeding population of Charadrius pecuarius known in Egypt. There is no recent indication of breeding. The
last observation of the species in Wadi El Natroun was in 1986 and it is unlikely that it will breed again
unless disturbance and hunting pressure are curbed.

Figure 5 Bird important location in Egypt
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Tadorna tadorna

Charadrius alexandrinus

Numenius arquata

Figure 6 Examples of bird at study area

5.6.

Socioeconomic Baseline

El Beheira is located within the Alexandria Region, which encompasses Alexandria, Matrouh, and E
Beheira governorates. Two major arteries run through the governorate: Cairo-Alexandria Green and Desert
Roads. Geographically, the governorate is characterized by a vast desert in the south and the west, cultivated
areas stretching to the eastern borders of the Rosetta Branch of the Nile, and Edco Lake and the
Mediterranean Sea in the north. The governorate covers an area of 9826 km², representing 1% of Egypt's
total area and encompassing 15 marakez, 15 cities, 84 rural local units, 497 villages and 5737 hamlets.
According to the preliminary results of the 2006 census, the total population is 4.74 million people; 19.2%
of whom live in urban areas and 80.8% in rural areas. The population natural growth rate has reached 19.1
per thousand. El Beheira is one of Egypt's richest governorates in natural resources. The governorate is
famous for its diversified agricultural production, particularly cotton, rice, wheat, maize and potatoes. It is
first among the governorates with regards to fruit and vegetable production and the export of citrus fruits,
potatoes, tomatoes, artichokes, watermelon, string beans, and peppers.
In the following tables, we presented some of statistical data about Beheira governorate.
Table 5-7 land use in the governorate
Total area

Total
populated
area

Housing &
scattering
area

Facilities

Ponds &
fallow

9828 Km2

7093.84 Km2

163.04 Km2

129.54 Km2

188.54 Km2

Population
density in the
populated
area
0.67 (100
person/Km2)

Population
density in the
total area

Populated
area

0.48 (1000
person/Km2)

72.2%

Source: Description of Egypt by Information 2007 Information and Decision Support Center

Table 5-8 Population
Total
population

Females

4900.9
thousands
persons

48.7%

Average of
family
members
4.3 person

Birth rate

Mortality rate

24.3 live/
1000person

5.2
live/1000perso
n

Population
natural growth
rate
19.1 (per 1000
persons)

No. of
marriage
contract
989.3
(contract/1000
00 persons)

Source: Egyptian Human Development Report 2010
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The area of Wadi El Natroun has a population of approximately 72,000 living in approximately 18,000
households concentrated in approximately 7 small villages (King 2011). Agriculture and related sectors are
the most important economic sectors in Wadi El Natroun, supporting over 60 % of the jobs and providing
important sources food for domestic consumption locally, nationally and increasingly for export (King and
Salem 2013). Much of the remaining employment is in support of industry associated with the harvesting of
salt from Wadi El Natroun’s saline lake, mining and construction (King and Salem 2013).
The extent of agricultural land, and thus groundwater abstraction in Wadi El Natrun, has increased
significantly over time (Dawoud et al. 2005; Baietti et al. 2005).
However we have to mention that the proposed SS site located in an isolated area from wadi El natroun city
or any other residential community in the area. The propose SS allocated about 2.5 Km from the main
desert road and about 30 Km from the local community near rest house, and about 13 Km from rural
resort. So the area consider new developed rural area with low community intensity, all the people existing
are worker or construction worker in the different developed projects around the SS
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6. Potential Environmental and Socioeconomic Impacts
6.1.

Impact evaluation methodology

To ensure the accurate determination of project impacts; environmentally and socially, the EIA study was
carried out at different levels. The selection of the most appropriate technology, the most environmental
and socioeconomic advantageous and the suitable mitigation measures are presented to minimize the
negative impacts and maximize the positive impacts.
The assessment of potential impacts has been done through analyzing different project activities and
envisaging possible changes to the environment. Each potential impact was qualitatively analyzed to classify
its significance to three degrees: high impacts, medium impacts and low impacts7. High impacts are impacts
with a reasonable likelihood to cause violation of applicable standards. Medium impacts are impacts with a
reasonable likelihood that are likely to cause violation of applicable standards only in combination with the
impact of other sources. Low impacts are impacts which are not likely to cause violation of applicable
standards whether on its own or in combination with other sources. The likelihood of each impact has been
qualitatively evaluated to two degrees: highly probable and low probable.
In addition, besides presenting the degree of the impacts, this Chapter will also distinguish between
significant positive and negative impacts, direct and indirect impacts, and immediate (or short term) and
long-term impacts during construction, operation and maintenance phases indicating their level of
importance and their probability of occurrence. This chapter will identify impacts which are unavoidable or
irreversible. Cumulative effects shall be also addressed taking into account other projects or actions planned
in the study area. This shall include the socio – economic impact assessment.
Each potential positive and negative impact resulting directly or indirectly from the project will be assessed
based on both the Magnitude and Sensitivity of the receptor.
Those impacts rated as low, medium or high are considered to require mitigation measures in order to
eliminate the impact or, where this is not possible, to reduce their significance ranking to low or
insignificant. These mitigation measures are set out in the following Chapter (7) and are supplemented by
the additional measures proposed in the environmental and social management plan (ESMP) in Chapter (8)
6.1.1 Magnitude of Impact
The impacts resulting from the project were categorized as a positive or negative impact; then latter were
further analyzed and its magnitude assessed as: Negligible, Low, Medium, or High. Various
considerations come into play as the experts assessed the impacts, the main parameters are:



7

Duration - As the time duration of the impact increases, it is weighed more heavily. Special
consideration is given to impacts that go beyond the project’s anticipated life-expectancy.
Time – The time of which an impact commences or occurs can be vital to construction and
maintenance operations.

According to EEAA EIA Guideline, January 2009
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Spatial – The area impacted is to be considered, as some impacts may extend beyond the project’s
boundaries or interfere with land regulations, etc.
Probability – The chance of an impact occurring and its frequency is to be assessed
Reversibility - The possibility and extent to which an impact can be intervened or mitigated for a
factor to return to the Baseline environment
Compliance – National and international standards and regulations may dictate an impact’s
maximum allowable consequence.

After an analysis of the various parameters, an impact’s magnitude is categorized as follows:





Negligible – No anticipated change to the baseline environment
Low – Minor anticipated change to the baseline environment
Medium – Moderate anticipated change to the baseline environment
High – Significant anticipated change to the baseline environment

Medium and High impacts usually cause a major temporary variance to the baseline conditions or a longterm ongoing modification. And usually the mitigation measures are been taken to minimizes as much as
possible those impacts to low impacts.
6.1.2 Sensitivity of the receptor
Sensitivity of the receptor is based on the relationship between the respective project and present baseline
environment (the receptor). It is assessed based on vulnerability of the receptor. These receptors include the
surrounding population and environment. As the effect of an impact is more readily absorbed and easily
mitigated it becomes less sensitive; on the other hand, as an impact is more challenging to mitigate and
cannot be absorbed by the population or the environment it becomes more sensitive and requires an
extensive management plan.
The sensitivity of the receptor is assessed as:




Low- Existing capacity to absorb/mitigate impact
Medium – Limited capacity to absorb/mitigate impact
High – No capacity to absorb/mitigate impact

6.1.3 Impact Evaluation
The virtual resultant of the magnitude of the impact and sensitivity of the receptor for each impact are
evaluated in order to generate the impact’s significance and overall assessment. The following Table
illustrates how the two factors are coupled:
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Table 1 Impact Evaluation Methodology
Magnitude of Impact

Sensitivity

Negligible

Low

Medium

High

Low

Level 1

Level 1

Level 1

Level 2

Medium

Level 1

Level 2

Level 2

Level 3

High

Level 2

Level 3

Level 3

Level 4

Where:



Level 1 – Nominal(insignificant)impact to the baseline environment (requires no mitigation or

management plan)




Level 2 – Minimal impact to the baseline environment.
Level 3 – Mediumimpact to the baseline environment.
Level 4 – Significant (Major)impact to the baseline environment

This section will discuss the environmental impacts (both negative and positive impacts) associated with the
construction and operation and maintenance phase of new substation at Wadi El Natroun Please refer to
Chapter 3,Project Description.
6.2.

Impact Assessment for Proposed Development

As the nature and characteristics of the impacts associated to the project components electric substations
the impacts assessment in this chapter is divided into each of the project components. In addition, impact
assessment is also differentiates between two phase of the proposed development; during construction
phase and during operation and maintenance phase.
6.2.1.

Impact during Construction

Typical activities of construction phase of the SS include site preparation, construction of concrete works,
construction of supporting building and composition of the equipment.
The potential impacts which may result from the construction activities of the SS are:
1- Noise
Construction of the SS at Wadi El Natroun will require using various construction equipment,
vehicle, etc. in addition to the other activities that generate noise. These tools signify potential major
sources of different types of noise that will have an impact on the receptors who are susceptible to
the generated noise.
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On construction site these major sources exhibit many different types of noise such as background
noise, idling noise, blast noise, impact noise, rotating noise, intermittent noise. In addition to the
British standard for general construction noise, the table below lists the major expected noise
generated from different construction equipment according to Society of Automotive Engineers SAE.
This comparison indicated that the general International standard is similar to the standard used at
the Egyptian standard provided by the local automotive society.
Table 2 Expected construction equipment and Sound Levels

Equipment

Sound Level at operator
dB ( 20 feet from the
equipment)
Average
Range

Earth Moving
Front End Loader
Back Hoe
Bull Dozer
Roller
Grader
Truck

88
86.5
96
90
<85
96

85-91
79-89
89-103
79-93
89-103

Material Handling:
Concrete Mixer
Concrete Pump
Crane
Derrick

<85
< 85
100
<85

97-102

Power Units:
Generators
Compressors

<85
<85

Other Equipment:
Poker Vibrator
Power Saw

94.5
88.5

87-98
78-95

The potential vulnerable groups who are susceptible to the construction noise during the construction of
the SS are the following:
-

Onsite Workers
workers at the agricultur land near the proposed SS.

The maximum duration for construction of the SS (including sitting transformers, GIS and control panel) is
expected to be 27 months.
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During the construction phase, noise would be generated during day only; May the noise levels during
construction exceed the limits for the study area however it will be in the same range of the baseline
recorded level and it will be for short time . The noise intensity should not exceed the appropriate levels for
the surrounding area for the SS (50dB during day time and 45db during evening time). The noise will be
monitored during the construction phase, as we mention before according to construction schedule, the
impact will be short and localized.
It is expected that the generated noise will mainly have an impact on the workers and the adjacent facility to
the station. It is worth mentioning the location of the substation is very near to Cairo-Alexandria desert
road; where the noise is almost high al the times of the day.
Regarding the construction of the SS, it is expected that the generated noise will mainly have an impact on
workers. The impact on the construction workers will be medium impacts and low impact on the sensitive
receptors (workers in the nearest farm)
2- Traffic impacts
The greatest potential for traffic impacts to occur arises during the short period where construction works
peaks(transportation of raw materials, equipment, and foundation materials). The traffic flow that will be
created during construction period will to some extent depend on which type and number of trips to and
from the proposed site; However we have to notice that the area where the SS located is very near to the
Cairo-Alexandria desert road about 2 Km far only. The road to enter the SS area is just used for SS and a
few of utilities in the surrounding area, so no pressure at all or rush hours in the areal it seems as an isolated
area.
The contractor should have a time management plan to manage and schedule the traffic movement for the
construction materials, equipment in addition to transporting the debris to the landfill. In addition, the
notification to the traffic department should be obtained and the time management plan should be
approved prior to the construction activities.
During transportation of the equipment, raw materials as well as equipment, it is anticipated that one lane
will be used by the trolleys and the movement of one trip will not last more than 8 hours (during the
midnight – morning). Therefore, the impact significant on traffic is considered short term, during the
specific time duration and low to medium impact.
Additional activities, such as entering and exit to the site will not have significant impacts on the road. In
addition, there is sufficient storage area adjacent at each site, next to the road that the raw material can be
placed, as well as the standby equipment.
Impact Significance Based on observation during the site visits, we can predict that during transportation of the
equipment, raw materials as well as equipment, it is anticipated that one lane will be used by the trolleys and the
movement of one trip will not last more than 8 hours (during the midnight – morning). Therefore, the impact
significant on traffic is considered short term, during the specific time duration and low impact. The SS site is
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located not directly to the main road of Cairo-Alexandria desert road, and the main road in the area is used for
the SS.

3- Air Quality
Construction of the SS and installation of the equipment will include several activities such as excavation,
land clearing, earthworks, stock piling transportation of construction material and equipment, burial of
cables and pipes, etc. Those activities in consequence are expected to emit air pollutants to the ambient air,
however it will be conducted for a short periods. The following air pollutants are foreseeable for most of the
construction activities:
-

Fugitive dust emissions ( PM10, PM2.5)
Exhaust of vehicles or equipment such as temporary generators, trucks, trolley, etc

Impact Significance
In the vicinity of project site, dust emissions will slightly negatively impact ambient air quality, particularly
during the initial phases of construction. agriculture area, and other services facility(if any of them exist next
to the proposed SS that might have slightly significant impact. The substation has already buffer zone area
so any of the above facility if it exist next to the substation, they will be isolating radius from the
construction site. Therefore, it is expected that the dust impact will be minimize and only slightly impact the
surrounding area; However we must notice that the surrounding area of the SS still desert and no agriculture
land in a radius 500 m. from the SS.
Fugitive dust impacts from the construction activities are expected to be minimum and will be minimize
with the measures done by the Contractor for the following reasons:




Dust emissions from construction activities impacts will be limited to a small area in the vicinity of
the project site (within less than 100 m) ( no vicinity in the area )and the dust is expected to settle in
close proximity to the construction site(s).
The project will hire a qualified contractor with the high health and safety standards. In addition, the
ToR for the contractor and the ESIA will provide the provision of the health, safety and precaution
of the environmental impacts and its mitigation measures to be followed during construction.

Therefore the impact is assessed as low impacts for the receptors and medium impacts for the workers in of
the project area. Therefore, the dust control should be mitigated to reduce or minimize the impact to the
pedestrian and residents as well as the workers.
Emissions of CO2, CO and PM will result from the operation of the construction machinery and road
vehicles during construction of the Substation. However, impacts of gas emissions due to the construction
activities are expected to be temporarily negatively significant for the following reasons:
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Quantities of air pollutants emitted from construction machinery are generally temporary (during the
working activities) and non-permanent.
It is expected that most of the vehicles and machineries for work activities are diesel-powered, and
produce lower nitrogen oxides (NOx) and particulate matter (PM) compared to the benzene or
gasoline. Diesel engines emit lower levels of carbon monoxide (CO) than gasoline engines. The
emission of the NOx and PM as well as CO at the existing baseline conditions are considered high.
The cumulative impact due to the construction activities will have only slightly higher than the
existing emission. Therefore the impact of the project is considered low compared to the existing
impact on gas emission.
The intensity of work activities and the number of vehicles traveling onsite would be relatively low
for all tasks.
The emissions will be mostly limited to the construction phase and therefore are temporary. As the
schedule presented the project will run for a short.


Therefore the impact is assessed as low impact. However, the air quality control or monitoring should be
mitigated to further reduce the impact.
4- Vibration
Construction activities would result in varying degrees of ground-borne vibration depending on the stage of
construction, the equipment and construction methods employed, the distance from the construction
locations to vibration-sensitive receptors (birds migration near the lakes) will be discus at the ecology
paragraph and soil conditions.
According to the proposed activities during the construction phase of SS project, the concern of vibration
comes from the truck movements and construction of the infrastructures and installation of the equipment.
Based on the investigation of the sensitive project site, the project is located in a dessert/rural area no
sensitive establishment will be impacted due to the vibration generated during the construction phase.
Except for birds and other habitat will be discussed during the ecology paragraph. Consequently, minor/
low vibration impacts could be anticipated to occur.
5- Hazardous Materials and Waste Management
The waste that would be generated during construction could be categorized as follows:


Human or domestic wastes generated by construction labor, including sewage and garbage collected
from the labor camp location. Disposal of sewage and garbage generated from construction labor, if
not transported to adequate sites, will be a continuation of the existing sanitation situation and
contribute, although to a relatively low extent, to environmental deterioration. This kind of wastes
has to be transported outside the site or managed on site. In this project, the ESMP and Monitoring
Plan has recommended measures for sound management of such waste.
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Normal construction wastes including scrap concrete, steel, bricks, wood, etc., which are chemically
inert, therefore the associated environmental risks with improper disposal of such waste is limited to
aesthetic effects at the disposal site. Therefore, all kind of wastes generated should be properly
managed and disposed off at the designated facilities for their final disposal. By following the
construction waste management plan and monitoring plan, these limited aesthetic effects will be
minimized.
Miscellaneous non-hazardous solid wastes, including packaging waste, used drums, wood, scrap
metal, and building rubble will be generated during the construction phase of the project
Solid hazardous wastes generated include empty containers, spent welding materials, solvents, paints
or adhesives, and other hazardous wastes resulting from operation and maintenance of the
equipment and vehicles, i.e. spent oils, spent lube, waste oil filters, batteries, etc. Among the
hazradous wastes also are the wasted or faulted materials including conductors and insulators.

Excavated soil and concrete/bricks waste are inert materials. Improper disposal of such wastes will only
have aesthetic effects at the disposal site. The legal standards of Law 4/1994 for the Environment and Law
38/1967, discussed in Chapter 3, stipulate that these wastes should be disposed of at licensed sites by the
local authority, which minimizes any aesthetic effects of such waste.
Hazardous solid and liquid wastes generated during construction should be transported off-site for disposal.
Negative Impacts could result if hazardous wastes were not properly handled and were released to the
environment. The management of hazardous waste should be developed in accordance with EEAA
guidelines for hazardous waste handling, storage, transportation and final disposal to the designated landfill
facilities.
The lubrication oils, and paint container waste could contain some hazardous components. Disposal of
paint containers waste at construction waste disposal sites is the common practice in Egypt.; however it
should recognized as hazardous waste.
Impact Significance
The impact of temporary construction waste storage area onsite before transporting it to the landfill facility
on the groundwater quality is considered negligible. The impact on the soil quality is considered Medium
due to the potential presence of hazardous wastes such as spent oils which could leach into the soil.
Uncontrolled waste accumulation would be visually unacceptable and would therefore be of Medium
significance. From the above, it can be concluded that the impact of solid wastes in general, if not properly
managed, could be considered of Medium significance due to the potential presence of hazardous wastes
and the possibility of wastes being accumulated which has a negative environmental, health and visual
impact.
By implementing the mitigation measures recommended in the ESMP, the significance of the impact could
be reduced to Minor.
6- Health and Safety
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As the site of all the substations is already localized with the fences prior to the construction of the
substation for new substation, the potential impacts may mainly occur due to the workers at the
construction site. There will be no potential impacts on safety at the surrounding area although public health
may be a concern.
Potential safety and health impacts to workers during construction of a substation, in general, are the same
as those associated with any construction project involving earthmoving, use of large equipment,
transportation of overweight and oversized materials, and construction and installation of facilities. In
addition, health and safety issues include either working at heights or in trenches.
Impact significance
Health and safety concerns for the sensitive receptors (surrounding area) have negligible significant impacts,
as it is described previously that the project site is localized at desert/rural area, within the existing fences of
the proposed substation. In addition, regarding the public health concerns related to the gas emission from
the machineries, the exhaust gas emission will be a short term, temporary and localized as well. Therefore,
the impact can be classified as minor. Standard prevention, i.e. clear sign at the entrance and the
surrounding the project site and management of the machineries and vehicles avoiding the peak hours are
sufficient to prevent the accident occur for the residential area surrounding the construction site.
Medium to high impact is identified for the health and safety of the workers. The standard protection of the
workers, especially for the workers that involved in the risk due to the height has to be put into mitigation
measures and in the management and monitoring plan to minimize and reduce the significant impact.

7- Natural disaster risks
According to the baseline information which show no recorded major or low seismic activity in the site of
the proposed SS for more details please revise the baseline section. Accordingly, it has been concluded that
given the engineering measures incorporated into the design of the GIS SS, the potential environmental
impacts of a seismic event during the construction of SS not anticipated to be significant so this impact
would be considered a negligible impact .Possible mitigation measures have been already considered in the
technical design.
8- Visual Resources and landscaping
Project component installation would produce visible activity and dust in dry soils. Project construction may
be progressive, persisting over a significant period of time. Ground disturbance (e.g., trenching and grading)
would result in visual impacts that produce contrasts of color, form, texture, and line. Soil scars and exposed
slope faces could result from excavation, leveling, and equipment movement.
The site of the SS is nearby the access road; therefore, it is visible that the construction activities are held on
site. However, with the clear sign and the existing fences and possible to the temporary fences provided by
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the contractor will minimize the visual impact to the surrounding areas. And we have to mention that the
area have many development projects (rural resorts/agriculture projects) right now. so the impact of
construction the substation in.
Effects on landscape will be limited to the visual obstruction caused by substation buildings and fences.
Furthermore, the aesthetic impact will not be significant as the SS buildings will be similar to the normal
buildings in the area. In addition, the fences built surrounding the site are sufficient enough to minimize the
visual impact on landscape. We have to mention the site area is new development area, and a lot of buildings
are still built in the area.
For the aesthetic reason, the landscape will slightly change, but it is not affecting the neighboring visual
landscape. Therefore the impact is classified as low.
Impact significance:
The impact associated to the visual resource is considered negligible impact, localized and temporary.
Therefore, the standard protection for the ground disturbance, dust, wastes generated will be mitigated to
ensure the proper management and to minimize the impact.
9- Lighting
During construction Lighting within the substation location is required for OH&S and security purposes.
The presence of a new light source in an isolated and new developed area will change the night-light
conditions in this immediate area, and will increase the potential for predator strikes against native fauna.
The impact of lighting consider low impact due to the presence of Cairo-Alexandria desert road (which is
had heavily lighted) and the presence of many rural resorts in the area.
10- Natural Resource (soil and ground water)
Impacts on groundwater would arise due to activities that cause soil erosion, discharge of sanitary water,
contaminant spills (especially oil) and leaching of accumulated/dumped wastes at the event of rainfall or
runoff water. Soil contamination could also occur by merely the contact between the waste and the soil.
Regarding the surface water and potential pollution on the drinking water, it is not expected that the
construction of the SSs will have significant impacts as there are no surface water as well as drinking water
exist at the surrounding area.

Impact Significance:
Considering the above and the potential presence of hazardous substances among the wastes generated at
the site, this impact could be classified as low Impact which is believed to be fully controlled with the
implementation of proposed mitigation measures such as standard construction precaution and prevention
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measures; including waste management (solid and liquid, hazardous and non-hazardous) in order to avoid
accidents, pollution and spillage encountered during the construction.
11- Land Use and involuntary resettlement
The EETC has already received the governor’s decree to allocate site land for the construction of the
proposed SS. From the field observation, foe Wadi El Natrwan substation ,it is an empty flat land that has
no other structures. Accordingly, there is no conflict for the future use of the land. In addition, there will be
no involuntary physical resettlement resulting from construction activities.
Therefore, no impact associated to the land use and no involuntary restlement; therefore, no mitigation
measures will be developed.
12- Impact on Archeological and Cultural sites
The construction site is located far from any cultural or archeological sites. It is not expected that any
impacts may appear during construction on any surrounding cultural or archeological sites. This impact is
considered: no impact.
13- Impact on Ecological
Topographic will not change , however as mention before the area of the proposed project it is new
rural area however visual impact may occur during site preparation, construction activities, and
operation activities. It may also be affected by the occurrence of non-routine events. And as we mention
before at the assessment of impact on landscape, it will be low impact.
The area designated for the project is not considered as an area where geological features require
protection. Excavation and earthworks are not regarded as sources of negative impact on local geology.
So the impact of the SS on the geology considers negligible impact.
The area regard as important bird area (please refer to baseline section); however important bird area on
wadi El Natroun are near the 9 leaks which the nearest leak is far from the proposed SS 30 Km. at least.
Another obsession we should declare that all the area are in a development status not only the proposed
SS.
Impact significant
Impact may appear during site preparation and construction on the area ecology consider to be medium
impact; owing to the new development on desert/salt marsh and the area have a lot of new farm, and
the nearest residential area is about 35Km.
14- Impact on the Culture and Privacy of Local Communities
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EETC normally conducts construction activities through an external contractor. Therefore, local
communities are expected to be exposed to openness and interaction with the outsiders of the project crew
and workers during the construction phase. This impact is expected to be low and temporary. Since the
workers and the contractor are expected to respect the local culture of the community. As well as respect
the privacy of the surrounding area. These impacts will end upon completion of the construction phase. It
has been recommended in the ESMP to maximize the use of local labor to reduce such impact and to
maximize the benefits to local communities. And no we have to mention there’s no community near the SS
except for some guards and workers in the neighbors’ farm and developed projects.
15- Creation of Job Opportunities and Flourishing Economies of Construction Sites
The project can benefit from the opportunity of the construction activities to have a better relation with the
surrounding community, facilitating later the acceptance of the project operation in the area. The project
may participate in creating job opportunities for local people from the neighboring residential areas as
construction workers and guards during the construction process. The job opportunities offered during the
construction phase represent a temporary high positive impact, as it will add to the benefits of nearby
resettlements from the project.
Summary of the significance impacts during construction of SS and underground cables are presented at
Table below.
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Table 6-3

Significance of Expected Impacts Assessment during Construction Phase Substation

Impact
Impact on Noise

Likelihood and severity
High likelihood to occur – short term and temporary Highly sensitive receptors includes construction workers.

Significance
Medium Impact on construction workers
low impact on nearby establishment

Impact on traffic

High likelihood to occur – short term, temporary and
localized only on the main road mainly

Low impact

Impact on Air
Quality

High likelihood to occur – short term, temporary and
localized - Highly sensitive receptors include construction
workers. Receptors with low sensitivity include nearby
projects/settlements.

Medium impact on construction workers
Low impact on the residents, surrounding establishment
and pedestrians passing by the construction site

Impact on
Vibration
Impact on
Hazardous
materials and
waste generation

Low likelihood to occur

low impact

Uncertain likelihood – Uncertain impact duration - Highly
sensitive receptors include soil pollution and workers.
Receptors with low sensitivity include nearby
projects/settlements.
Physical environment receptors with low sensitivity include
groundwater, surface water and drinking water
High likelihood to occur for the construction workers
Low likelihood to occur for the surrounding establishment
and sensitive receptors.
Highly sensitive receptors include workers. Receptors with
low sensitivity include nearby residents and existing
establishments
Low likelihood to occur

Low to Medium impact

Low likelihood to occur , new developed area

Low impact, localized and temporary
And negligible for landscaping

Low likelihood to occur

low impact on groundwater,

Health and Safety

Impact on natural
disaster risks
Impact on visual
Resources
And landscaping
Impact on water
resource (ground
water, soil)

low impact for sensitive surrounding receptors and
medium to high impact for the workers

Negligible impact
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Impact
Impact of lighting
Impact on land
use and
Involuntary
resettlement
Impact on
archeological and
cultural sites
Impacts on
ecology
Creation of Job
opportunities and
flourishing
Economics of
construction site
Culture and
Privacy of Local
Communities

Likelihood and severity
Low likelihood to occur for scattered residence and fauna
(birds)
Low likelihood to occur

Significance
Low to negligible impacts

Low likelihood to occur

Very low or no impacts

Vibration, noise, lighting and may distortion of some habitat
might occur on sensitive receptors (only birds far from SS
30Km at least)
Creating job opportunities for members of the local
community

Low impact according fauna and flora
Medium impact to migrated birds

Construction workers must respect the culture and privacy of
members of the surrounding residential area

Minor and temporary

Very low or no impacts

High positive temporary impact

Detailed mitigation measures are presented at the following chapter7, and Chapter 8 present the ESMP and Monitoring Plan during construction phase
.
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6.2.2.

Impact during Operation

During the operation of the substation, typically, beside the managerial and administration activities, the
most important activities are operation and maintenance of the substation components according to their
specifications, monitoring of the substation components and regular trainings (administrative, managerial,
emergency plan, etc.)
It is expected that prior to the commissioning of the substation, the training of the operator staff will be
done by the contractor / supplier, as a part of their contract for operation and maintenance of the
substation. Normally, according to the practice done by EETC, at least 5 staff will be needed for operation
and maintenance of each new substation. Thus, the impact during the operation and maintenance of the
substation is expected to be minimized.
However, the following potential impacts may result from the operation and maintenance of a substation:
1- Noise
Sources of noise during the operation and maintenance phase would include staff vehicles and GIS
transformers and other supporting equipment of the substation. The primary impacts from noise would be
localized disturbance. It is worth mentioning that the GIS substation is placed indoor and the transformers
will be selected to have the least noise disturbance accordingly. Full noise measurements will be conduct for
each new substation.
Impact significance:
The maintenance, investigation and staff and vehicles movement is not expected to be significant or
consireded low impact. The number of vehicles will be limited during operation and maintenance, the staff
will be using the ear protection. However, regarding the noise generated from the operation of substation,
the impact of the surrounding environment will not be highly noticable. According to the measurement for
existing SS, the nearby transformer side has the noise level of 78 dB. With the calculation of the expected
noise generated by distance from the point of source (transformers), the noise level will be around 45.5 dB
at distance of 50 m and 38.7 dB at distance of 100 m.. the noise generated from the transformer will be
around 37 dB. The impact to the sensitive reseptors surrounding is clasified as low to medium impact.
2- Traffic
During the operation and maintenance of the substation, there will be no expected impact. There will be
only small number of staff vehicles moving in and out from the substation. The additional number of
vehicles will not impact the existing traffic at the local road or Cairo-Alexandria desert road.
3- Air Quality
Similarly for noise and traffic impact, vehicular traffic and machinery would continue to produce small
amounts of fugitive dust and exhaust emissions during the operation and maintenance phase. These
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emissions would not likely exceed air quality standards nor have any impact or considered as very low
impact. Concerning the air emission from the GIS substation, as the substation is insulated; the gas emission
is not expected and there is no impact generated from the substation during operation and maintenance
phase.
4- Vibration
The substation will generate low vibration. Additional vibration will be associated with the staff vehicles
only and it is considering low as the number of vehicles will be very small. Therefore, it is not expected
there is any impact related to the vibration, thus the impact is considered very low and there is no mitigation
measure is prepared.
5- Hazardous and non-hazardous wastes
During operation and maintenance of the substation, besides industrial hazardous and non-hazardous waste,
small quantity of domestic wastes (solid and liquid waste) will be generated. Industrial hazardous wastes are
generated during routine operations (e.g., lubricating oils, hydraulic fluids, coolants, solvents, and cleaning
agents). These wastes are typically; according to EEAA regulations for hazardous waste management should
be placed in containers, characterized and labeled, possibly stored briefly, and transported by a licensed
contractor to an appropriate permitted off-site disposal facility as a standard practice.
Impact significance:
Concerning the industrial wastes, accordingly, Medium negative impact shall be resulted due to the wastes
generated. EEAA regulations should be followed to minimize the impact. The detailed mitigation measures
are developed at the following chapter.
Concerning the domestic wastes, standard monitoring for leakage or damage for the pipeline and septic tank
and it consider low impact of the wastes generated.
6- Risks of soil contamination
Risk of soil contamination is only associated with the possible spillage or leakage of the transformer oil. The
possibilities of contaminating the soil during incident of oil spillage or leakage are not high although the
amount of the transformers oils could be accidentally released to the environment is very high (over
thousands of litters in every transformer, and, eventually, leakage of transformers oil is considered as being a
great and serious environmental accident.
Impact Significance:
The soil contamination impact is considered low impact; Due to design of transformer which is unusual to
leakage, however may during maintain or in rare case a leakage.
7- Health and Safety
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Possible impacts to health and safety during operations include exposures to electromagnetic fields (EMF),
accidental injury to workers during operation and maintenance activities In addition; health and safety issues
include working around energized equipment, and possible contact with natural hazards. However, during
the operation and maintenance phase, if there is any incident or emergency situation, the impact will be
negatively endanger the surrounding community and establishment.
Impact significance
Health and safety for the sensitive recipient (community surrounding the project site of substation) does not
have a significant impact, as it is described previously that the project site is already far from any community
or human life therefore, the impact can be classified as negligible . In addition, the SF6 gas insulated in the
SS will eliminate the EMF exposure to the environment.
In addition, the medium impact is identified for the health and safety of the workers. However; concerning
the high risk impact associated to the incident or emergency situation, i.e. during the fire, leakage, or other
equipment faults.
8- Natural disaster risks
An assessment of the risks to the operation and maintenance of the substation due to earthquake or seismic
activity concluded that given the engineering measures incorporated into the design of the SS, the potential
environmental impacts of a seismic event is not anticipated to be significant so this impact would be
considered a very low or negligible impact .Possible mitigation measures have been already considered in the
technical design.
9- Visual Resources and landscaping
As the substation if an indoor facility, and the transformers side will be placed in the area on the middle of
the infrastructure, as well as the fences is considered high and the site itself is higher than the existing
establishment, vissually, there will be no indication that this site is a substation. The infrastructure within the
site will be well integrated with the surrounding establishment. Therefore, the impact associated to the visual
resource is considered very low or negligeble and no measure is developed.
10- Ecological Resources
As the operation and maintenance of SS, Depending on the size and purpose of the substation, the area
affected could vary from less than one Fadden. Already the area don’t have any important flora or fauna
however it consider important bird area (please refer to baseline section), so may be some of those birds
affected by SMF in the area, however we have to mention that the nearest lake is far from the SS about
30Km; another important notification that birds may affected from interconnection lines not SS. Due to
substation is isolated and has buildings and human activity, lighting; So the birds don’t came near it. So it
consider that impact on the birds (sensitive receptor) is low impact.

62

ESIA for Wadi El Natroun Substation

11- Lighting
The proposed lighting regime will provide adequate security and OH&S provisions for operation of the
substation and will include the following elements:






internal control/amenities building(s) lighting
emergency lighting systems within the control/amenities building(s)
operational and access lighting on switchgear operational labels and access ways throughout the
substation
security lighting around the inside of the switchyard fence and in the vicinity of the
control/amenities building(s)
lighting around and at the main entrance to the control/amenities building(s).

The presence of a new light source in an isolated undeveloped area will change the night-light conditions in
this immediate area, and will increase the potential for predator strikes against native fauna(birds), however
the study area is new developed rural area and very near to the main dessert road so the impact of lighting
consider medium impact.
12- Socioeconomics
The area of proposed new substations suffers severe lack of infrastructure accessibility. The operation of the
SS will increase the power capacity available to the area. This offers the local community a strong
improvement in their living conditions. This will allow providing more stable electric current, avoiding
damages to electric devices as well. Impact Significance: High positive Impact.
13- Creation of Job Opportunities and Flourishing Economies of during operation
The availability of stable electricity service may encourage members of the local community to open new
business activities. This represents a positive opportunity for members of the local community. The
problem that may arise can be related to increasing consumption patterns of electricity with the
improvement of the service. Significance of Impact: Positive Moderate Impact
The summary of the impact during operation of the SS will be presented at Table 5.3 below.
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Table 6.4Significance of Expected Impacts Assessment during Operation Phase of Substation
Impact

Likelihood and severity

Significance

Impact on Noise

High likelihood to occur –Highly sensitive receptors
especially during the night and the permanent
workers at the substation.

Low to Medium Impact on
on settlement and nearby establishment especially during the night
:Low to medium impact on permanent workers

Impact on traffic

Low likelihood to occur

Low impact

Impact on
Vibration

Minor or very low likelihood to occur

Very minor

Impact on wastes
generated
(hazardous and
non-hazardous,
solid and liquid
wastes)

Uncertain likelihood – Uncertain impact duration Highly sensitive receptors include soil pollution and
workers.

Medium impact on industrial wastes generated (hazardous and non-hazardous)
Low impact on domestic wastes (solid and liquid wastes)

Receptors with low sensitivity include nearby
projects/settlements.
Physical environment receptors with low sensitivity
include groundwater, surface water and drinking
water

Impact on soil
contamination

High likelihood to occur, only during the incident of
oil spillage from the transformers and possible
vehicles.

Low to medium impact

Health and Safety

High likelihood to occur for the permanent workers

Minor impact for sensitive receptors (public and residents as well as existing
establishment) and medium impact for the workers

Low likelihood to occur for the surrounding
establishment and sensitive receptors.

High risk likelihood impact during the emergency and accident

High risk likelihood impact during the emergency
and accident
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Impact

Likelihood and severity

Significance

Impact on natural
disaster risks

Low likelihood to occur

Negligible impact

Impact on visual
Resources

Low likelihood to occur

Very low impact or negligible impact

Impact on water
resource (ground
water, surface
water and
drinking water)

Low likelihood to occur

Minor impact on groundwater, surface water and drinking water

Ecological
Resources

Low likelihood to occur

No significant impact

Impacts on Fauna
and Flora and
bird migration

Low likelihood to occur

Negligible impact (no impact)

Impact on
landscape and
land use

Low likelihood to occur

Negligible or no impacts

Impact on
archeological and
cultural sites

Low likelihood to occur

No impacts

Socio Economy

Improving living conditions

High Positive impacts

Providing a stable electricity service
Increasing illegal connections
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Impact

Likelihood and severity

Significance

Creation of Job
opportunities and
flourishing
Economics of
construction site

Increasing the opportunity for opening small
business and shops as a result of having a stable
electricity service

Moderate positive impact

Detailed Mitigation Measures are presented at the following chapter; Chapter 6, ESMP and Monitoring Plan
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7. Mitigation measures
EETC is committed to construct the SS and operating it to high environment, health and safety standard.
This section of the report is dedicated to the detailed description of suggested mitigation measures and
procedural actions for expected adverse impacts resulting from the proposed project. These
measures/procedures are meant to be considered and adopted as appropriate by EETC contractor during
construction phase and during operation it will be responsibilities of operated company and team.
All the mitigation, monitoring and management measures proposed below and in Section 8 of this report (the
Environmental and Social Management Plan (ESMP)), will be adopted by the Project Company and imposed as
conditions of contract on the contractors and any of sub-contractors employed to build the SS.

7.1.

Mitigation measures during construction

The construction contractor/ company will be responsible for the designing and implementation of a
detailed construction environmental management plan, a framework of which is included within the
Environmental Management Plan Chapter of this EIA. This should include a detailed list of the potential
environmental aspects associated with the construction process. The air and noise mitigation measures
should be monitored by contractors on site.
Noise
Specific noise mitigation measures for the construction phase reflect standard good site management practices and
include:






Enforcement of vehicle speed limits, strict controls of vehicle routing and prohibition of light
vehicle movements during nigh;
Diesel engine vehicles and compression equipment will be equipped with effective silencers;
Activities with highest noise emissions (e.g. piling) will be undertaken only during the day shift and
between Saturday and Thursday and not during official holidays; and
Personnel will use hearing protection when using or working in the vicinity of noisy equipment.

Traffic
Construction activities may cause traffic load on the area, however we have to notice that the site area
already exist near Cairo-Alexandria desert road which is already had high loaded of different vehicles types,
and the specific area of the proposed SS is a new developed rural area. To minimize any inconvenience,
hazards and damage caused to the road or any local neighbors’ (worker, owner of neighbor projects) the
following mitigation and management measures shall be implemented:
 Abnormal load movements will be confirmed with the Competent Administrative Authority (CAA)
and will adhere to prescribed routes. Their movement will be scheduled to avoid peak hours and
notices will be published in advance to minimize disruption if required by the CAA;
 Consideration will be given to staggering construction shifts to split arrival and departure times;
 Scheduling of traffic will be undertaken to avoid the peak hours on the local road network wherever
practicable; and
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Construction workers will be transported to the site by contract bus.

Air quality
Measurements will be conducted at the projects sites; during the daytime with some construction activities
taking place at the location for the surrounding fences. The results for the gas emissions will be compared
with the limits of environmental law no 4/1994 and its executive regulations. Wroth mention the
construction activities will be locally, minimized and for short period. The mitigation measures will be
proposed to control the emissions that are exceeding the permissible limit.
The following mitigation measure should be followed during design and construction levels:









Access roads from the entrance to the site will be compacted and sprayed with water to minimize
the dust generated from the vehicles and trucks;
Ensuring that deliveries of plant equipment to the site are efficiently done to reduce the number of
trips;
Roads during construction will be compacted and graveled if necessary
Not overloading trucks which transport sand and other dusty material and appropriately covering
them to reduce air contamination.
Using good condition vehicles to minimize the exhaust fumes and particulates emitted from them.
They should be tested to ensure their compliance with the local standards.
Activities that produce significant dust emissions will be monitored during periods of high winds
and dust control measures will be adjusted to account for ambient conditions to minimize fugitive
dust, e.g. the contractor will limit work activities which may generate dust if they pose an immediate
danger or significant nuisance to the construction workforce or surrounding environment;
Not allowing fires and material burning on the project site.

Hazardous waste and waste management
For the non-hazardous solid wastes, those that cannot be recycled will be disposed in a nearby sanitary
landfill periodically (weekly or monthly depending on the volume of waste generated). Regarding the
domestic waste, as the existing collection is already established and the amount to be expected is considered
small, the domestic waste will be temporary stored at the outside of the site to be periodically collected.
The management and monitoring of the non-hazardous waste, temporary internal storage, and collection
and transportation arrangement including the monitoring of waste management will be discussed in the
ESMP.
The domestic wastes (wastewater and solid waste) generated are relatively small as only small number of
workers will be employed during the construction. In general, the facilities should be provided by the
contractor during the construction of the project component is included in the ToR for the Contractor.
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The lubrication oils, and paint container waste could contain some hazardous components. Disposal of
paint containers waste at construction waste disposal sites is the common practice in Egypt. However, it
would be a more acceptable environmental practice to transport paint containers to the supplier for
container reuse. In general the disposal method for the empty containers, as well, is included in the ToR for
the Contractor for waste management during construction.
Health and safety
The following measures will be carried out in both the construction and operational phases:
 compliance with international standards for good practice;
 adherence to local and international guidance and codes of practice on EHS management;
 management, supervision, monitoring and record-keeping as set out in the plants operational
manual;
 implementation of EHS procedures as a condition of all contracts;
 clear definition of the EHS roles and responsibilities of the companies contracted to work on site
and to all their individual staff (including the nomination of EHS supervisors and coordinator);
 pre-construction and operation assessment of the EHS risks and hazards associated with
construction and operation, including consideration of local cultural attitudes, education level of
workforce and local work practices;
 provision of appropriate training on EHS issues for all employees on site, including initial induction
and regular refresher training, taking into account local cultural issues;
 provision of health and safety information;
 regular inspection, review and recording of EHS performance; and
 Maintenance of a high standard of housekeeping at all times
Natural resources (Ground water, soil)
The standard prevention or precaution measures shall be prepared by the contractor prior to the
construction. It is preferable to include the waste management plan to be included in the ToR of the
contractor. These measures include the following:







Vehicles and personnel will be restricted from accessing areas not designated for construction to
prevent accidental or unnecessary disturbance or compaction of the soil; and
Protection of the soil from accidental pollution by bunding around proposed storage areas for fuel
and chemicals
Removal of waste materials unsuitable for re-use on site during construction to appropriate licensed
landfill sites;
Management of excavations during construction so as to avoid the generation of drainage pathways
to underlying aquifers
Spoil from construction activities will be monitored and controlled; waste materials which are
unsuitable for reuse on-site
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Lighting
Energy efficient practices and use of energy efficient equipment will be paramount in the design.

Ecology
May the construction of the substation had negative impact about bird’s habitat in the area, and it
considered to be low impact due to the far of proposed SS site from the lake where it is classified as
important bird site. Implementation of the following mitigation measures, will ensure that any disturbance is
reduced to a minimum:








the construction area will be fenced off from areas to be protected, especially within the buffer zone
all earthmoving machinery will be washed down prior to arriving on the site
all waste will be securely stored for removal from the site
ƒ any materials and waste used or generated on site that are liable to produce leachates will be stored
in an appropriate way prior to removal from the site fuels or toxins required to be stored on site will
be stored in accordance with material safety guidelines for the relevant product and appropriately
managed to avoid spillage
Personnel and vehicles will be restricted to within the boundaries of the construction site, lay down
areas and access roads, and will not be permitted to enter surrounding land.
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7-1 mitigation measures summary during construction
Impact
Likelihood and severity

Significance

Mitigation Measures
Application of the normal precautions normally taken by
construction workers.
Notification to the surrounding establishment prior to the
construction of the SSs
Time management and construction schedule according to the IFC
regulation provided by the contractor prior to the construction
phase
Time management for transporting the materials, equipment,
debris, etc
Clear sign surrounding construction site and the enter / exit gate
Coordination with traffic department (ministry of interior) for
vehicles route and movement.
Spraying the sandy soil with water (if needed, especially during the
dry period).
Maneuver area and the parking area should be well paved
Management of the number of vehicles at the same time for
specific location and the scheduling the intensity of vehicles

During construction of Substation
Impact on Noise

High likelihood to occur – short
term and temporary - Highly
sensitive receptors includes
construction workers.

Medium Impact on
construction workers
Minor impact on
settlement and nearby
establishment

Impact on traffic

High likelihood to occur – short
term, temporary and localized only
on the main road mainly

Low to medium
impact

Impact on Air
Quality

High likelihood to occur – short
term, temporary and localized Highly sensitive receptors include
construction workers. Receptors
with low sensitivity include nearby
projects/settlements.

Impact on
Vibration
Impact on
Hazardous
materials and
waste generation

Low likelihood to occur

Medium impact on
construction workers
Low impact on the
residents, surrounding
establishment and
pedestrians passing by
the construction site
Minor impact

Uncertain likelihood – Uncertain
impact duration - Highly sensitive
receptors include soil pollution and
workers.
Receptors with low sensitivity
include nearby
projects/settlements.
Physical environment receptors
with low sensitivity include
groundwater, surface water and
drinking water

Low to Medium
impact

Schedule and time plan for vehicles movements
Agreement should be reached prior to commencing construction
work between the contractor and landfill for officially assigning a
location for the disposal of construction waste.
Waste management submitted by the contractor for waste
management (solid waste; hazardous and non-hazardous)
Protection of spillage including paved site for workshop or
maintenance of vehicles
Temporary storage of wastes including on site sanitation before the
proper connection to the existing sewage network is installed. It is
preferable to include the temporary onsite waste management for
the workers in the ToR of the contractor.
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Impact
Health and Safety

Likelihood and severity
High likelihood to occur for the
construction workers
Low likelihood to occur for the
surrounding establishment and
sensitive receptors.
Highly sensitive receptors include
workers. Receptors with low
sensitivity include nearby residents
and existing establishments
Low likelihood to occur

Significance
Low impact for
sensitive receptors and
medium to high
impact for the
workers

Mitigation Measures
Standard protection by placing clear project signs.
Time management for vehicles movement; especially avoiding the
peak hours
Standard protection for the workers especially working at elevated
heights

Negligible impact

Impact on visual
Resources
And landscaping

Low likelihood to occur , new
developed area

Low impact, localized
and temporary
And negligible for
landscaping

Impact on water
resource (ground
water, soil)
Impact of lighting

Low likelihood to occur

low impact on
groundwater,

Low likelihood to occur for
scattered residence and fauna
(birds)
Low likelihood to occur

Low to negligible
impacts

No mitigation measures is prepared
Technical specifications of the equipment is include the
standard measures for natural disaster risks
Following the standard protection for the ground and soil
disturbance, air quality (and dust) measures and proper
waste management described on the section of waste
management measures
Clear sign of the construction activities
Following standard protection for the ground and soil and
proper waste management described on the section of
waste management measures
Ground level lighting
Energy efficiency

Very low or no
impacts

No mitigation measures is prepared

Low likelihood to occur

Very low or no
impacts

No mitigation measures is prepared

Creating job opportunities for
members of the local community

High positive
temporary impact

Coordination with the contractor to employ members of the local
community as construction workers and guards

Impact on natural
disaster risks

Impact on land
use and
Involuntary
resettlement
Impact on
archeological and
cultural sites
Creation of Job
opportunities and
flourishing
Economics of
construction site
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Impact
Culture and
Privacy of Local
Communities

Likelihood and severity
Construction workers must respect
the culture and privacy of members
of the surrounding residential area

Significance
Minor and temporary

Mitigation Measures
Respect from construction workers to the privacy of the
surrounding houses

73

ESIA for Wadi El Natroun Substation

7.2.

Mitigation measures during operation

During the operation of the substation, typically, beside the managerial and administration activities, the
most important activities are operation and maintenance of the substation components according to their
specifications, monitoring of the substation components and regular trainings (administrative, managerial,
emergency plan, etc.)
Noise
Sources of noise during the operation and maintenance phase would include staff vehicles and GIS
transformers and other supporting equipment of the substation. The primary impacts from noise would be
localized disturbance. It is worth mentioning that the GIS substation is placed indoor and the transformers
will be selected to have the least noise disturbance accordingly. So as we see the noise will be very localized
to the SS site, and the following measures will be followed to ensure minimize any impact on the
surrounding area:





Planting trees surrounding the SS site. Besides reducing the noise, the measures will reduce the
impact on vibration and visual or aesthetic.
Standard specification written of expected noise from the transformers has to be strictly followed by
the supplier. Accordingly, the expected noise level of the transformers measured at the residential
area will not exceed the permissible noise level (55 dB(A) during the day and 45 dB(A) during the
night).
The standard protection, earmuff and helmet for the workers are sufficient to reduce the noise
impacts.

Visual and landscaping
All plants will be indigenous species.
Hazardous waste and solid waste

Regarding the replaced transformer, the reuse, if possible, is conducted as a common practice at EETC.
When the transformer is still functioning well but due to the increase capacity on the substation, the
functioned transformer will be reuse at the other SS. Otherwise, the unused transformer will be dispose to
the hazardous landfill.
Regarding the oil used in the transformer, as the closed cycle is applied and the oil filtration will be
implemented if the quality of oil is deteriorating, no rejected oil will be generated. Otherwise, in case of
incidents (oil spill or leakage) the oil will generate the waste and might contaminate the soil. However, with
the design specification for solid, paved and isolated foundation, the oil spill will not be expected to cause
environmental negative impact.
The hazardous waste impacts during operation phase have been assessed in detail in a following chapter to
address the mitigations and management and monitoring of the hazardous waste during the operation and
maintenance of the substation. The waste management is developed in accordance to the standard
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requirements of EEAA regarding the storage, disposal and transportation of hazardous waste to the
designated landfill.
Non-hazardous waste has relatively low environmental risks; however, the quantitative aspects could be an
issue. In this typical GIS substation for urban area, there is no expected large amount of wastes will be
produced. However, ESMP includes measures for establishing temporary stores for scrap at project sites
and keeping the tidiness and cleanliness of these stores until scrap is sold for recycling or disposed as shall
be detailed in the ESMP. The ESMP includes measures for waste minimization and waste management that
could reduce the impact to be of a minor significance.
Regarding the domestic waste, the liquid waste generated from the sanitation facility will be connected to
the existing public sewage network. In addition, the domestic solid waste will be collected as well by the
existing public collection.
Natural resources (soil & ground water)
To reduce the amount of the accidentally oil spill during the incident of spillage of the transformer during
operation, the area surrounding the transformer site should be securely paved with concrete and bordered
with the higher pavement and the surrounded with the stones for first indication of oil leak to the soil. In
addition, the further measures in the ESMP are presented to further minimize the impact at the substation.
The design of the foundation of the transformer will follow the standard design applied at the existing
EETC SS. The paved, isolated and covered with the gravel will be constructed at the transformer site. In
addition, the paved area at the SS site will also reduce any possible soil contamination
Health and safety
The following mitigation and management measures will ensure that the health and safety of staff and any
visitors on and to the site is not jeopardized during operation of the plant:
 Development and implementation of an Operational Health and Safety Plan with appropriate
training;
 Provision of training in use of protection equipment and chemical handling;
 Clear marking of work site hazards and training in recognition of hazard symbols;
 Development of site emergency response plans;
 All personnel working or standing close to noisy equipment will be required to wear noise
protectors; and
 Drinking water will be supplied to the plant via local filtration facilities which will comply with
drinking water standards published by the World Health Organization
 All HSE standards national and IFCl guidelines for HSE transsmission and distribuation should be
implemented

75

ESIA for Wadi El Natroun Substation

Ecology
The potential impacts of the proposed development on any existing flora and fauna will be minimized as a
result of the following mitigation measures:
 Noise will be controlled during operation, and will dissipate rapidly with distance from source. Any
disturbance during construction and operation will therefore be localized; and
 Personnel and vehicles will be restricted to within the boundaries of the site and access roads, and
will not be permitted to enter surrounding land.
 Habitat modification can be used in various ways, including: shielding of the line by trees; altering
the attractiveness of the habitat close to the line; and changing the disturbance levels close to the
line. However, with all of these options there are often challenges of spatial scale.
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Table 7-2 Mitigation measures during operation
Impact
Likelihood and severity

Significance

Mitigation Measures

Low to Medium
Impact on

Application of the normal precautions normally taken such as
planting trees. Besides reducing the visual impact, the green
environment will be achieved as well.

During operation and maintenance of Substation
Impact on Noise

High likelihood to occur –Highly
sensitive receptors especially
during the night and the permanent
workers at the substation.

on settlement and
nearby establishment
especially during the
night

Standard protection for the workers will be provided at the
substation.

:Low to medium
impact on permanent
workers
Impact on wastes
generated
(hazardous and
non-hazardous,
solid and liquid
wastes)

Uncertain likelihood – Uncertain
impact duration - Highly sensitive
receptors include soil pollution and
workers.

Medium impact on
industrial wastes
generated (hazardous
and non-hazardous)

Receptors with low sensitivity
include nearby
projects/settlements.

Low impact on
domestic wastes (solid
and liquid wastes)

Waste management implemented according to EEAA regulations,
especially for industrial hazardous wastes (solid and liquid wastes)
Regular monitoring for domestic sewage network and provision of
waste bins for temporary storage before collected by municipality.

Physical environment receptors
with low sensitivity include
groundwater, surface water and
drinking water
Impact on soil
contamination

High likelihood to occur, only
during the incident of oil spillage
from the transformers and possible
vehicles.

Low to medium
impact

Standard design of precaution for the site of transformers
Paved within surrounding site of substation especially at the area
for parking and movement of vehicles
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Impact

Likelihood and severity

Significance

Mitigation Measures

Health and Safety

High likelihood to occur for the
permanent workers

Minor impact for
sensitive receptors
(public and residents
as well as existing
establishment) and
medium impact for
the workers

Standard protection by placing clear project signs.

Low likelihood to occur for the
surrounding establishment and
sensitive receptors.
High risk likelihood impact during
the emergency and accident

Time management for vehicles movement; especially avoiding the
peak hours
Standard protection for the workers especially working at elevated
heights

High risk likelihood
impact during the
emergency and
accident

Impact on natural
disaster risks

Low likelihood to occur

Negligible impact

Technical specifications of the equipment is include the standard
measures for natural disaster risks

Impact on visual
Resources

Low likelihood to occur

Very low impact or
negligible impact

Plant compatible with surrounding area

Impact on water
resource (ground
water, soil)

Low likelihood to occur

Minor impact on
groundwater, surface
water and drinking
water

Proper waste management according to EEAA regulations

No significant impact

Trees cultivation surround the SS

Ecological
Resources

Low likelihood to occur

Monitoring plan will be implemented
Provision of waste bins for temporary storage

Best practice for managed waste and hazardous waste
Habitat modification if necessary

Socio Economy

Improving living conditions
Providing a stable electricity service

High Positive impacts

The distribution and collection company at EETC should have an
awareness plan to connect beneficiaries legally. Increase awareness
about the importance of having official connections

Increasing illegal connections
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Impact

Likelihood and severity

Significance

Mitigation Measures

Creation of Job
opportunities and
flourishing
Economics of
construction site

Increasing the opportunity for
opening small business and shops
as a result of having a stable
electricity service

Moderate positive
impact

No mitigation measures is prepared
Awareness campaigns for community members to rationalize
consumption of electricity service
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8. Environmental and Social Management Plan (ESMP) and Monitoring Plan
This chapter presents Environmental and Social Management Plan (ESMP) developed for EETC
Substation. This chapter consists of the following sections:
 ESMP during construction and operation phase (including detailed mitigation measures) of
Substation and its interconnection underground cables
 Guidance on Emergency Response Plans
 Roles and responsibilities in the implementation of the ESMP (during construction and
operation phase) of Substation and its interconnection underground cables
 Trainings
 Cost Estimation
Objective of the environmental management plan (EMP)
This EMP has been prepared as supporting documentation and it includes an Environmental Monitoring
Plan. The EMP is to provide:




A practical framework for establishing best practice environmental management standards to
mitigate potential environmental harm for each activity undertaken.
Assist managers, supervisors and construction crews to comply with applicable legislation.
A mechanism to reduce the potential impacts of the construction and operation of the facility

Definition of ESMP
The Environmental and Social Management Plan (ESMP) consists of a set of mitigation, management and
monitoring measures to be taken during implementation of the project to avoid, reduce, mitigate, or
compensate or offset any adverse social and environmental impacts analyzed at the previous chapter. The
ESMP has distinguished between mitigation measures that should be implemented during the construction
and operation of the project.
ESMP defines procedures to ensure that the management of environmental and social issues during the
different project phases are undertaken in accordance with national legislation and best practice procedures.
The Environmental and Social Management Plan (ESMP) presented in this chapter reflects the
implementation procedures and mechanisms for the mitigation measures and monitoring activities of the
expected impacts previously discussed in Chapter 5. The ESMP assigns certain tasks for different
stakeholders according to their roles and responsibilities in the project.
The following sections beside the environmental mitigation, it will present the socioeconomic mitigation
measures and the social management and monitoring plan as well. The management and monitoring plan
mainly involves the EETC technical team who will be appointed under the health and safety department in
the Substation. Reference is made to these measures in their place
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The successful implementation of the ESMP will depend on a range of different elements. To ensure a
management plan that incorporates and successfully integrates with interface documents, the following
elements must be considered and acted upon:




The environmental and Social Management unit should be adequately staffed to ensure the
proper implementation and monitoring of the ESMP. The organizational structure of the
environmental and social at PMU should also reflect the range of complete competencies to
perform the tasks.
The development and management of registers for the proper documentation and tracking
of environmental and social training, environmental and social incidents and environmental
and social related complaints.

Management Responsibilities
Roles and responsibilities for implementing the ESMP during the construction phase have been proposed
based on the following set-up:
-

-

-

EETC will contract an authorized and specialized consultant to prepare detailed designs and tender
documents, for construction of substations, which will include the environmental measures that
should be undertaken by the construction contractor
During tenders evaluation EETC will assure that the winning offer includes the required
environmental mitigation measures to be implemented during construction. This will include the
management of traffic and management of wastes (solid and liquid; hazardous and non-hazardous
wastes)
EETC will assign supervision staff who will undertake supervision over the contractor to make sure
that the mitigation measures specified in the design/tender document are implemented on field
The site supervisor consultant from EETC will produce the monthly report about the performance
of the contractor in implementing the ESMP measures

During the operation phase, the substation shall have permanently at least one staff member for health,
environmental and safety during operation and maintenance of the substation and its interconnection (under
supervision of the substation management). HSE staff of the substation and interconnection appointed by
EETC (under environmental safety and health department) will be responsible for monitoring the ESMP.
He will be responsible for implementing the mitigation measures through periodic reports presented to
EETC including auditing and inspections that will be undertaken on random basis.
Environment Training
All employees and subcontractors involved with the Proposed Project receive environmental instruction in
relation to the EMP. Each person will be made aware and have an understanding of their obligations and
duties detailed in this EMP.
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8.1.

Environmental Management Plan (ESMP) and Monitoring Plan during Construction
Phase

8.1.1. Environmental Management Plan (ESMP) during Construction of the Substation

1. Management of noise and vibration during construction
Mitigation measures
For general measures to reduce the impact on construction to surrounding establishments nearby the
construction, the measures are:





Prior to the preparation of the construction of substations, the notification letter should be sent to
the sensitive receptors for the project introduction and the duration of the project.
Clear sign for construction sites label and warning signs should be placed. The signs should be clear
during the night as well.
The construction should be done during the day (between 7 AM to 5 PM).
Although the transportation of the materials and the other equipment (that need the big trolley) will
be done during the night (after midnight) to avoid the traffic congestion.

For mitigation measures of construction workers, within the construction site, it could be mitigated through
application of the normal precautions normally taken by construction labor. The safety measures have to be
taken for standard protection of the construction workers and according to the HSE general guideline of
IFC, in addition the schedule of the machineries used for the construction activities and for transporting the
equipment or materials should be managed properly.
According IFC General EHS Guidelines, the mitigation measures that should be implemented are the
following:







No employee should be exposed to a noise level greater than 85 dB(A) for a duration of more than 8
hours per day without hearing protection. Hearing protective devices provided should be capable of
reducing sound levels at the ear to at least 85 dB(A).
The use of hearing protection should be enforced actively when the equivalent sound level over 8
hours reaches 85 dB(A), the peak sound levels reach 140 dB(C), or the average maximum sound
level reaches 110dB(A).
No unprotected ear should be exposed to a peak sound pressure level (instantaneous) of more than
140 dB(C).
Limiting the duration of noise exposure.
Construction of the structure and the installation of the equipments should be conducted at daytime.
The management of the use of heavy machineries and the equipment (at the same time and
concentrated at the same place) to avoid the vibration accumulation.
82

ESIA for Wadi El Natroun Substation

Monitoring activities:





Ensure the warning signs and the construction site labels are placed and clearly seen.
Reviewing contractor’s policy for EHS and ensure that all the National and international
requirements are fulfilled.
Random inspection on contractors during SS construction and installation of the equipment.
Review the contractor’s project progress, accident and the complaint from the surrounding
establishment, if any, due to the noise and vibration disturbance.

Reporting:
 Monthly report for the implementation of the ESMP submitted by the contractor to EETC
 Monthly report on incident and complaint from the surrounding establishments and residents
nearby the cosntruction site.
2. Management of traffic
Mitigation measures:
 Approval from the traffic department prior to the construction of the substation should be obtained
by the contractor prior to the construction preparation
 Clear signs and warning at the construction site and surrounding.
 The trucks and trolleys movement for equipment, construction materials and disposal of the
construction debris should be done during the night. The loading and uploading should be done
within the site of the SS or at the empty land adjacent to the SS site (if needed and upon the
agreement for temporary storage).
 An agreement between contractors and supervisor consultants should be reached about the suitable
location for temporary storage of construction materials, equipment, tools and machinery prior to
starting construction
 The contractors should make sure that the employed drivers of construction machinery (such as
trucks and loaders) have received sensitization/training on safety utilization of their machines in
order to minimize accidents risks.
Monitoring activities:


Ensure the mitigation measures are done by the contractor

Reporting:


Unusual traffic delays or accident caused during construction or any complaints received should be
reported in the monthly report prepared by the construction supervisor.
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3. Management of ambient air emission during construction
Mitigation measures:
 Localize and minimize the vehicles movements
 In areas of loose sandy soils the contractor should provide source of water for spraying soil before
excavation, filling, loading and unloading. If the site supervisor consultant noticed visual/sensible
increase of dust emissions, he should ask for additional spraying of water in the spot generating high
emissions. Roads on site shall be graveled when necessary
 All vehicles and heavy equipment working in the site should be effectively maintained. Any vehicle
that has high smoke emissions visibly detected should be promptly repaired.
 Limiting trucks and other vehicles speed on site
 Construction materials and stock piles of material should be carefully managed to minimize the risk
of windblown material and dust.
 Removing excavated material promptly
 Storage pile activity should be conducted downwind and covering storage piles and properly shape
storage piles
Monitoring Activities:




Ensure that the contactor is applying mitigation measures on site
Daily visual monitoring of the increase dust and exhaust emission
Immediate action if there is complaint from the surrounding establishment.

Reporting:


The Site Supervisor prepares a monthly progress report, which would be submitted to EETC, on
implementation of mitigation measures. This report should include any incidents of high dust
emissions or smoke during construction works including the natural dust that might be encountered.

4. Management of Wastes (hazardous and non-hazardous; liquid and solid wastes)
Mitigation measures:




The nearby landfill that is used to receive the non-hazardous waste has to be notified if there are
bigger or different amounts of waste generated resulting from the construction activities. Agreement
on these disposal sites should be reached prior to commencing construction works
The non-hazardous waste has to be separated from hazardous waste at storage area. The separation
will be done to identify the parts that can be recycle or sell.
A certain location in the construction site should be assigned for temporary storage of construction
waste; this location will be within the construction area of the substation. This location should be
agreed between the contractor and supervisor prior to starting the project.

84

ESIA for Wadi El Natroun Substation










Separate area should be dedicated for temporary storage before sending it to the hazardous waste
landfill has to be defined prior to the construction activities. The hazardous waste management has
to be developed by contractor before the construction. In addition, the management plan can be
added as a part of ToR.
Construction waste should be hauled at the end of each business day to the officially approved
disposal sites. Adequately equipped trucks should undertake waste transportation. The supervisor
consultant should make-sure that the trucks are not overloaded and that the waste is adequately
contained inside the rear box or covered to prevent dust or particles movements from the truck.
The supervisor should also occasionally inspect that the truck drivers are disposing the waste in the
approved location and not through practicing open dumping in the midway, through irregular visits
and inquiries in the disposal site.
Regarding the hazardous waste, the contract with the hazardous waste landfill shall be applied before
starting the construction
For the hazardous waste, the management and monitoring plan is in accordance with EEAA’s
requirements for hazardous waste handling, disposing and transporting.
As the domestic solid waste is already established, the contractor only provides temporary storage
onsite before collection done by the municipality.
For the sanitation or wastewater generated, before the site is connected to the existing sewage
network, onsite sanitation facility has to be provided by the contractor for their workers

Monitoring Activities:



Ensure the collection; transportation and disposal of wastes are according to the measures.
Regarding the hazardous waste generated, the management, temporary storage, transportation and
disposal to the designated landfill should be in accordance to EEAA regulations for hazardous
waste.

Reporting:



There should be a form prepared by EETC for the contractor to keep records of quantities, types of
wastes received and the location where it has been received from.
The monthly report of supervisor from EETC should include how well does the contractor abide to
the above measures and any comments noticed by the site supervisor about mismanagement of
construction waste during the month.

5. Safety during Excavation and Trenching
Mitigation measures:



All excavations shall be conducted in accordance with the approved drawings.
The sides of all excavations, which might expose personnel or facilities to danger resulting from
shifting earth shall be protected by providing slope to the appropriate angle of repose or benching in
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the sides and ends of the excavation or ladders must be used and secured, enough to withstand at
least 1 meter above the top of the excavation.
All excavation deeper than 1.5 meters must have barriers and toe boards around the outside toprevent persons and material failing into the excavation. Barriers must be of a strength that is
capable of withstanding the weight of a person falling against the barrier. Barriers shall be readily
visible by day or night.
All persons in excavation must wear safety helmets and safety boots
Vehicles and other machineries or construction equipment must not be allowed to come within 2
meters of an excavation unless working in connection with the excavation.

Monitoring Activities



An inspection must be conducted at the end of the works to ensure that the excavation has been left
in a safe manner. Heavy loads shall not be put on the edge of the excavation.
The observer must conduct monitoring of the safety tools for the workers and the vehicles
restrictions along the excavation and trenching sites.

Reporting


The observer should report on the monthly basis of the accident or the worker’s obedience.

6. Safety of Mechanical Equipment
Mitigation measures:









All mobile mechanical equipment shall be operated by authorized personnel and has a valid license.
All equipment shall be checked prior to use by qualified personnel.
Brakes, lights, tire pressure and battery shall be inspected before using the equipment. Revolving
lights must be used for heavy duty vehicles.
The design capacity of any equipment shall never be exceeded. The equipment shall not be modified
to alter its capacity.
All drivers shall have valid driving license.
Equipment that could present a hazard to personnel, if accidentally activated during the
performance of installation, repair, alteration, cleaning or inspection, work shall be made inoperative
prior to state of work.
Equipment, which is subject to unexpected external physical movement such as rotating, turning,
dropping, sliding etc., mechanical and/or structural constraint, shall be applied to prevent such
movement.
All equipment, which is locked or taken out of service, because of potentially hazardous condition,
shall be appropriately tagged indicating the reason for taken out of service.
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Monitoring Activities




A safety observer during using heavy mobile equipment, which may be hazardous, by its movement.
The observer shall ensure that people are kept away of mobile equipment.
Observer shall appointed specific place for heavy equipment standby area when it is not been used
or taken out of service.
Observer shall ensure the performance of the heavy equipment, tagged the equipment which are
locked or taken out of service and reported on monthly basis

Reporting



Reporting on the monthly basis, the total number and the type of heavy equipment use during the
construction phase.
Reporting on the monthly basis the number of heavy equipment that are locked or taken out of
service and the reason of the damages.

7. Health and safety of the construction workers
As the site of the substation is localized, the significant impact on health and safety concerns are for the
construction works mainly.
Mitigation measures:







Workers should wear standard protection for the construction site.
Workers should be trained to cover the completed parts and keep their work areas safe. In case of
causing an accidents, the workers should be penalized either by deduction of salaries or dismissal.
Existing utilities would be located and staked before construction begins, including and at
intersections of other pipes and crossings. This would confirm the location and depth to ensure new
construction does not impact the existing utilities.
Following the measures above, the identification of the existing infrastructure (other pipelines,
cables, etc.) have to be identified prior to the construction phase.
Heavy equipment should not normally be operating above the existing utilities during construction.
If heavy equipment or trucks must cross the existing utilities, additional soil cover will be needed to
protect the existing pipe.
Workers should take the following steps to protect themselves from falls during high construction:
a) Use 100% fall protection when working on higher construction sites
b) Participate in all training programs offered by the employer (contractor).
c) Follow safe work practices identified by worker training programs.

Monitoring Activities:


Inspect equipment daily and report any damage or deficiencies
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Onsite inspectors should be present during construction to verify that the construction contractor is
following engineering specifications and meeting regulatory requirements.

Reporting:


Monthly report on health and safety performance. This report will include any incident and
complaint regarding health and safety measures perform by the contractor.

8. Management of water resources and soil
Mitigation measures:




Include the precaution and prevention of waste management to avoid ground water resources and
soil pollution
Emergency plan during accident due to oil spillage or other possible pollution on soil and water
resource
If needed, the site is paved or graveled to reduce to direct contact of the possible soil contamination
during the workshop of the equipment and vehicles and their movements

Monitoring Activities:


Proper implementation of waste management done by contractor

Reporting:


Monthly report of any accident due to oil spillage, etc.

9. Management of Possible Impacts on Culture and Privacy of Local Communities
Mitigation measures:
-

The contractor should be advised to use construction labor from the areas where construction
works will take place. The incentives to contractors for such measure include reducing
accommodation and transportation for his workers. The contractor could be advised to seek the
help of local NGOs or community leaders for recruiting labor from the local communities

Monitoring Activities:
-

The contractor should provide list of construction workers and their addresses from the
surrounding area on quarterly basis.
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Reporting
-

Reporting on percentage of labor recruited from local governorates should be presented by the
contractor to the supervisor consultant and to EETC on a quarterly basis.

10. Other socioeconomic impacts
Mitigation measures:
-

The Distribution Company may be advised to start some awareness raising campaigns about the
importance of legal connections at the area. As well as awareness campaigns to rationalize
consumption of electricity. The company may network with the local NGO’s to participate in
conducting the awareness activities.

Monitoring Activities:
-

The number of posters and awareness events held by the company and by the local NGO’s. A staff
member (social development officer) from the distribution company may attend the events held by
the NGO’s.

Reporting
-

Reporting on percentage of attendance and response to awareness events.
Reporting on the numbers of new requests for electricity legal connections.

Table 8-1presents the ESMP matrix during construction and the Table 8-2 presents the Monitoring Plan

during Construction phase.
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Table 8-1 Environmental Management Plan (ESMP) during Construction Phase

Potential Impacts

Proposed Mitigation Measures

Institutional Responsibilities
(enforcement and coordination)

Cost Estimates ($)*

Comments

Cover letter from EETC for
approval of starting of the
project

During Preparation and Construction of the SS
Noise and
vibration during
site preparation,
construction and
installation of
equipment

General measures for surrounding establishments and sensitive receptors
Notification letter of the introduction of
project and duration to surrounding
establishment and municipality

Contractor

-

Clear sign and warning sign (can be seen
during day and night) of the project
(including duration)

Contractor as a part of ToR for
EHS general requirements

None as a part of
tender process

Duration of the working on site
(including uploading and loading) are
during day only (between 7AM – 5 PM)

Contractor

-

Mitigation measures for construction workers during preparation and construction
Strictly standard procedures for health
and safety of the workers according to
IFC general EHS guidelines (including
limitation of the duration and expose to
high noise) and management of
concentration works of heavy
machineries

Contractor (through tendering
activity)

None as a part of
tender process

Strictly standard equipment especially for
ear protection during the work

Contractor (through tendering
activity) related to the EHS
requirements during construction
works

None as a part of
tender process
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Institutional Responsibilities
(enforcement and coordination)

Cost Estimates ($)*

Comments

Approval from traffic department prior
to the construction

Contractor

-

Clear sign and warnings (including
duration) of the project that can be seen
during the day and night

Contractor as a part of the tender
activities related to EHS
requirements

None as a part of
tender process

Cover letter from EETC for
approval of starting of the
project

Movement of vehicles (for transporting
materials, construction waste and SS
equipment done during the night and
loading and uploading done during the
day within the site of the SS.

Contractor in coordination with
traffic department, if needed

None as a part of
Contractor financial
budget during the
bidding activities

Careful turn at the main road. The drivers
and operators of the machineries should
have training on safety utilization of their
machines

Drivers and operators employed
by the Contractor. It is the
responsibility of the contractor
for implementing regulations to
the drivers and operators

None as a part of
contractor
responsibility

*****

Agreement for temporary storage and the
final disposal to the designated landfill

Based on the waste management
plan submitted by the contractor
and approval from EETC

None as a part of the
ToR for waste
management

Ambient Air
Quality by dust
emission and the
air emission due to
the exhaust gasses
from the
construction
vehicles and

Localize and minimize the vehicle
movements including limiting the speed

Contractor

As a part of their
financial budget during
the bidding activities

If needed, spray the soil before any
excavation, filling loading and unloading.
Pavement (graveled) of access roads prior
to usage in construction of the project

Contractor

-

Potential Impacts

Proposed Mitigation Measures

Traffic destruction
or congestion
during
transportation of
construction
materials,
construction waste,
equipment and
movement of
project vehicles and
machineries
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Potential Impacts

Proposed Mitigation Measures

machineries

components

Waste generated
(hazardous and
non-hazardous,
solid and liquid as
well as construction
waste and domestic
waste)

Institutional Responsibilities
(enforcement and coordination)

Cost Estimates ($)*

Comments

Maintaining the efficiency of the vehicles
and machineries

Contractor

As a part of their
financial budget during
the bidding activities

Waste management of temporary stock
piles, construction materials, construction
waste. The periodic waste transportation
to the designated landfill should be
included on the waste management as
well.

Contractor

As a part of the ToR
for waste management

Implementing the waste
management submitted by the
contractor and approved by
EETC prior to the preparation
and construction phase

Notification and contract, if needed for
transporting hazardous and nonhazardous waste to their designated
landfills.

Contractor

None, as a part of the
contractor’s offers and
responsibilities during
preparation and
construction phase

Implementing the waste
management submitted by the
contractor and approved by
EETC prior to the preparation
and construction phase

Separation of hazardous waste and nonhazardous waste for temporary storage
Designated area or location should be
included at the waste management plan
submitted by the contractor and
approved by the EETC
Construction waste should be hauled at
the end of each business day to the
officially approved disposal sites
Adequate trucks with standard precaution
(coverage of the waste, not overloaded,
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Potential Impacts

Proposed Mitigation Measures

Institutional Responsibilities
(enforcement and coordination)

Cost Estimates ($)*

Comments

According to the waste
management plan submitted to
EETC

etc) for transporting the waste to the
designated landfills. Regarding the
hazardous waste transportation, the
vehicles should be according to the
standard mentioned on the EEAA
regulations for hazardous waste
transportation

Safety impacts
during excavation
and trenching for
the workers and
surrounding
communities and
establishments

Safety impacts
during the

Temporary onsite waste bins for solid
waste before its collection and temporary
onsite sanitation facilities should be
provided within the construction site for
the workers

Contractor

None, as a part of
waste management

Excavation and trenching in accordance
to the design and drawings.

Contractor

-

Protection and localized (by fences or
barriers) the excavation and trenching
sites to reduce the danger and prevent
falling of materials and person and the
other vehicles or machineries moving
nearby the site

Contractor

None as a part of
contractor offers
related to EHS
requirements

Standard helmet and safety boots for the
workers

Contractor

None as a part of
contractor offers
related to EHS
requirements

Provision of authorized and licensed
personnel for heavy machineries

Contractor

None as a part of
contractor
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Potential Impacts

Proposed Mitigation Measures

mechanical and
machineries use for
the health and
safety of the
workers

Maintaining the efficiency of the heavy
machineries, including inspection before
its use and following the design capacity
and standard manuals of the heavy
machineries, etc.

Health and safety
of the construction
workers

Standard protection for the construction
site workers

Institutional Responsibilities
(enforcement and coordination)

Cost Estimates ($)*

Comments

responsibilities

Contractor

None as a part of
contractor offers
related to EHS
requirements

Contractor

None, as a part of
waste management

Provided on job training for the
construction workers prior to the
preparation and construction phase
(including working at the high
construction)
Identification of the existing
underground networks
Management of heavy equipment
movement, especially nearby other
existing underground networks

Water resources
and soil pollution
during construction

Precaution and prevention of waste
management to prevent the soil and
further water resource (groundwater)
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Potential Impacts

Institutional Responsibilities
(enforcement and coordination)

Proposed Mitigation Measures

Cost Estimates ($)*

Comments

pollution

Table 8-2 Environmental and Social Monitoring Plan

Project activities

Parameters to be
monitored

Locations

Measurements (methods
and equipment)

Frequency of
measurements

Cost Estimates
($)**

Responsibilities

During Pre-Construction / Preparation and Construction phase
Site clearance

Base
camp
preparation for the
workers

Monitoring
the
traffic disturbance
due to the vehicles
and
machineries
movement
and
other
related
construction
activities

Worker’s injuries

Construction site Preparation of recording Monthly
None
location
form of workers injure
during the construction
Neighbors farm /projects Project
Recording of complaint and Once during the None
’ complaints
construction sites type of complaint
preparation and
prior to start the
construction
phase
Traffic complaint
Within 500 m Visual observation and During
the
from
the recording
complaint duration of the
construction site
received
construction
activities

Monitoring
Ambient
ambient Air Quality emissions)
during construction complaint

air
PM,

(gas Within the site Visual investigation and during
the As a part of
dust and surrounding recording of the dust and construction
contractor’s
establishments
ambient air increased due to activities
at
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Contractor
On the preparation
stage, the tendering
has been done to
purchase
the
standard procedure
for site clearance.
However,
the
contractor shall put
into consideration
on their budget
proposal

ESIA for Wadi El Natroun Substation

Project activities

Parameters to be
monitored

Measurements (methods
and equipment)

Locations

works

construction activities

Monitoring Noise Noise complaints from Project locations
and
vibration the
neighboring
Impacts at the farm/project
project sites

Recording and reporting of
the complaints (monthly
report)
Visual investigation and
recording
and
documentation
of
complaints

Management
of Amount of hazardous and Project
construction waste nonhazardous
waste locations
and handling of generated
hazardous waste
Monitoring
soil Area of spillage
contamination and
water
resource
contaminations

Project sites

site Estimation of the hazardous
waste and non-hazardous
waste in relation to the
handling and transporting to
the landfill
Visual observation

Complaints
from Project sites
neighboring communities

Cost Estimates
($)**

different
locations

financial offer

during
construction
activities
different
locations
Weekly
monthly
depending
the volume
waste

or As a part of
contractor’s
on financial
offer
of for
wastes
handling

weekly

Recording
documentation

on

on received case

and monthly

96

Responsibilities

the As a part of
contractor’s
Contractor
at financial offer

Recording
and
documentation of spillage

Monitoring health
and safety of the
Health records about Clinic / hospital Medical
reporting
workers during the
referred by the
occupational injuries
received
cases
construction of the
contractor
project components
Storage of the
machines and

Frequency of
measurements

Contractor during
construction and
EETC SS staff
during operation

As a part of Contractor
contractor’s
financial
offer
for
environmental
monitoring
The
cost
is contractor
undefined,
depending on the
cases
-

contractor
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Project activities

Parameters to be
monitored

Locations

construction
and
records
and
materials of the
documentation of the
project components temporary area for storage
of
materials
or
machineries
Impacts of culture
% of local labor to total Construction site
and privacy of local labor
communities

Measurements (methods
and equipment)

Frequency of
measurements

Reporting
labor
origin Quarterly
governorates and calculating
the natives ratio
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Cost Estimates
($)**

-

Responsibilities

Construction
contractor
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8.2.

Environmental Management Plan (ESMP) and Monitoring Plan during Operation and
Maintenance (O&M) Phase

8.2.1. Environmental Management Plan (ESMP) and Monitoring Plan During Operation and
Maintenance (O&M) of the Substation
Generally, during Operation and Maintenance (O&M) of the substation is related to the noise generated
from the transformers, possible EMF exposure, and other related accident that has to be managed by the
proper emergency plans. The emergency plans should be prepared and periodically trained to the SS staff
include fire accident, emergency of possible leakage of the transformers, the smoke detection. The
mitigation measures, monitoring activities as well as reporting expected during O&M of the SS are the
following:
1. Management of Noise
Transformers typically produce harder to mitigate low frequency noise, especially during the night as the SS
location is rural developed area so it is hard to disturbed any neighbors; however birds and fauna in the area
can be distrurb . Accordingly, regarding the noise level during the operation phase, the standard
specifications for the transformers are already included at the tender documents.
Mitigation measures:


Planting trees surrounding the SS site. Besides reducing the noise, the measures will reduce the
impact on vibration and visual or aesthetic.
 Standard specification written of expected noise from the transformers has to be strictly followed by
the supplier. Accordingly, the expected noise level of the transformers measured at the residential
area will not exceed the permissible noise level (55 dB(A) during the day and 45 dB(A) during the
night).
Monitoring Activities and Reporting:
Monitor and report if there is any complaint related to the noise generated from the SS and disturb the
surrounding establishments.
Management of the wastes (hazardous and non-hazardous waste)
Mitigation measures:





The non-hazardous waste generated is very limited and can be disposing with the domestic waste to
be transported to the landfill.
Regarding the hazardous waste, it is also considered limited. When the transformers need to be
replaced due to the increased of the capacity, the transformer will be reuse and installed at the SS
that has the needed capacity.
Temporary storage area will be defined to separate the storage area of the hazardous wastes with the
non-hazardous waste before transporting it to the designated landfill.
Domestic waste is connected to the existing network. Regular check for pipeline connection will be
done to avoid the leakage and the dis-function of the network.
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Monitoring Activities and Reporting:



Implementation of the EEAA regulation for temporary storage, collection, transportation and
disposal of hazardous waste
Record keeping of the admitted waste and their quantity. When the waste is considered sufficient,
the management shall dispose it to the designated landfill for solid waste.

Management of EMF
Mitigation measures:
Periodic maintenance of the GIS SS and its interconnections. This includes the regular tightening, SS
efficiency, oil quality, gas pressure, etc.
Monitoring Activities and Reporting:
Regular EMF monitoring, quarterly at several place inside the SS area and surround the establishment. This
measurement can be done together with the EMF monitoring of the interconnections underground cables.
2. Management of risks during the emergency situations (fire, soil contamination, water resource
contamination and smoke)
Mitigation measures:



Providing the safety equipment and regular check of the equipment
Design of the foundation of the transformers to include the side for possible oil leak collection
(including concrete and gravel surrounding the transformers area.

Monitoring Activities and Reporting:



Regular visual monitoring for possible leak at surrounding the transformers area
Regular visual monitoring for possible damage on the foundation and isolated area surrounding the
transformers

In addition, regarding the safety issues, EETC periodically provide the specific trainings for the operators
and the workers who are responsible for the work of operation and maintenance of the SS and its
interconnection underground cables. The training obtains include the civil protection, firefighting and
smoke detection, besides the operation and maintenance of the SS and its interconnection underground
cables and its equipment. The map of the emergency plan, responsible persons and their contacts in case of
fire accident is also provided.
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The ESMP during O&M of the SS will be presented at the following table, Table 6.2. and the Monitoring
plan (environmental and social monitoring plan) is presented at Table 6.3.
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Table 8-3 Environmental and Social Management Plan(ESMP) during Operation and Maintenance

Potential Impacts

Proposed Mitigation Measures

Institutional Responsibilities
(enforcement and
coordination)

Cost Estimates ($)*

During Operation and Maintenance of the SS
Noise

General measures for surrounding establishments and sensitive receptors

Planting trees at surrounding the SS
site. Besides reducing the noise, the
measures will reduce the impact on
vibration and visual or aesthetic.

Operators of SS

10,000 LE for annual
maintenance of the
trees (including cutting,
watering, etc)

Mitigation measures for operators and staff of SS
Standard procedures for health and safety EETC
of the workers according to IFC general
EHS guidelines (including limitation of
the duration and expose to high noise)
and management of concentration works
of heavy machineries

Around 5,000 LE
annually for standard
protection of staff

Standard equipment especially for ear EETC
protection during the work
Waste
generated
(hazardous
and
non-hazardous,
solid and liquid
industrial wastes as
well as domestic
waste)

Proper waste management (industrial EETC
wastes) including separation of waste,
separate area for temporary waste,
transporting and disposing the industrial
waste to their designated landfills
Especially for hazardous waste, the
storage, collection, transportation and
disposal of hazardous waste should

Undefined
as
the
amount of wastes
generated,
especially
for the industrial nonhazardous
and
hazardous waste are
uncertain.
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Potential Impacts

Institutional Responsibilities
(enforcement and
coordination)

Proposed Mitigation Measures
follow the EEAA
hazardous waste.

regulations

Cost Estimates ($)*

Comments

for

Concerning domestic waste, the standard
procedures for maintenance of the
networks (including provision of waste
bins) should be maintained
Public
and
operators and staff
safety of the EMF
exposure

Periodic maintenance of the GIS SS
and its interconnections. This
includes the regular tightening, SS
efficiency, oil quality, gas pressure,
etc.

EETC operators of the SS

-

EMF reading at the SS and surrounding EETC
site

100-150 USD per EMF The cost estimation is based on
meter
one time purchased for one
meter. It is advisable to purchase
two machines for standby
purposes.

Trainings provided Provision of trainings provided by EETC EETC
for potential risks as a general requirements
during
accidents
(firefighting
training,
oil
spillage,
smoke
detector, etc)

Undefined as the type The cost estimation is included
of trainings and the at annual trainings provided by
duration of trainings EETC for their SS staffs.
are vary.

Health and safety Standard protection for the SS operators EETC

None as a part of
102

ESIA for Wadi El Natroun Substation

Potential Impacts
of the staff

Proposed Mitigation Measures

Institutional Responsibilities
(enforcement and
coordination)

and staffs

Cost Estimates ($)*
precaution
protection

Provided on job training for the staff for
general health and safety

of

Comments

noise

Table 8-4 Environmental and Socioeconomic Monitoring Plan

Potential Impacts

Proposed Mitigation Measures

Institutional Responsibilities
(enforcement and
coordination)

Cost Estimates ($)*

Comments

During Operation and Maintenance of the SS
In general, the administration works, recording of accidents, injuries and other complaints from the surrounding establishment will be done during the monitoring
of the operation and maintenance of the SS.
The record includes the recording and monitoring of the waste management on the SS (especially industrial waste management).
Regarding the EMF exposure, the monitoring of the surrounding the SS will be done similar and at the same time with the measurements of EMF exposure of the
SS.
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